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RESOLUTION No. 24-15 

 
A RESOLUTION OF THE MAYOR AND THE CITY COUNCIL OF THE 
CITY OF DORAL, FLORIDA, APPROVING THE SITE PLAN FOR 
CORPORATE PROPERTY SERVICES, INC., FOR THE PROPERTY 
LOCATED AT 3730 NW 79 AVENUE, DORAL, FLORIDA, PURSUANT 
TO SECTION 53-184(F) OF THE CITY’S LAND DEVELOPMENT 
CODE; AND PROVIDING FOR AN EFFECTIVE DATE 

 
 WHEREAS, Article III of Chapter 53 of the Land Development Code of the City of 

Doral (“City”) establishes procedures for Mayor and City Council site plan review and 

approval; and 

  WHEREAS, Corporate Property Services, Inc. – Craig McDonald (the “Applicant”) 

is seeking site plan approval to redevelop the parcel located at 3730 NW 79th Avenue, 

further identified by the Miami-Dade County Property Appraiser by Folio No. 35-3027-

031-0020 (the "Property"), as legally described in “Exhibit A” (the “Project”); and  

 WHEREAS, City staff finds that the proposed site plan, attached hereto as “Exhibit 

B,” complies with the requirements and standards of the City’s Land Development Code 

and Comprehensive Plan; and 

WHEREAS, a zoning workshop was held on August 22, 2023, during which the 

public was afforded an opportunity to examine the Project and provide feedback; and   

 WHEREAS, after notice of public hearing duly published and notifications of all 

property owners of record within 500-foot radius, a public hearing was held before the Mayor 

and City Council on January 24, 2024, during which all interested persons were afforded the 

opportunity to be heard, and due and proper consideration was given to the matter, including 

the recommendations contained in the City’s Planning and Zoning Staff Report; and  

 WHEREAS, the City Council reviewed the site plan application, the written and oral 

recommendations of the Planning and Zoning Department, including the recommended 
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conditions, and hereby finds competent substantial evidence to find the site plan is in 

compliance with the City’s Comprehensive Plan and Land Development Regulations, and 

that the site plan maintains the basic intent and purpose of the zoning, subdivision or other 

land use regulations, which is to protect the general welfare of the public, and further finds 

that the site plan application should be granted, subject to the conditions described herein.   

 NOW, THEREFORE, BE IT RESOLVED BY THE MAYOR AND THE CITY 

COUNCIL OF THE CITY OF DORAL, FLORIDA, AS FOLLOWS:  

Section 1. Recitals. The foregoing recitals are confirmed, adopted, and 

incorporated herein and made as part hereof by this reference.  

Section 2. Findings and Conclusions. Based upon an analysis of the site plan 

application and standards for approval of a site plan under the City’s Land Development 

Regulations, the City Council hereby finds and concludes that the Applicant’s request for 

site plan, as more particularly set forth in “Exhibit B,” is in compliance with the 

Comprehensive Plan and the Land Development Regulations of the City, and there is 

substantial competent evidence to support approval of the Application.  

Section 3. Approval. The Mayor and City Council hereby approve the site plan 

for Pollo Campero, for the property located at 3730 NW 79th Avenue, further identified by 

a portion of folio number 35-3027-031-0020, as legally described in “Exhibit A.” The site 

plan consists of a ±3,204 square foot one-story fast food eating establishment and a copy 

of the site plan is provided in “Exhibit B.” The approval of the site plan is subject to the 

following conditions: 
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1. The Project shall be built in substantial compliance with the plans entitled 

“Pollo Campero,” prepared by CKE Group, Inc., dated stamped received 
November 13, 2023. 
 

2. The Project shall be landscaped in accordance with the landscape plan, 
digitally signed by James McClure, RLA, dated stamped received 
November 13, 2023, as amended, and included with the site plan submittal.  

 
3. The Public Works Department recommends conditional approval pending 

satisfactorily addressing the comments below prior to issuance of building 
permit:  

 
a. Approval from Miami-Dade County Traffic Division is required. 

 
4. The Applicant shall comply with Chapter 75, “Public Arts Program,” of the 

City’s Land Development Code at the time of building permit. Pollo 
Campero will pay the Public Art in Lieu fee equal to 1% of the construction 
cost. 

 
5. The Applicant shall comply with the City’s Floodplain Management 

regulations (Chapter 23, Article II, Floodplain Management) of the City’s 
Code.  

 
6. The Applicant shall provide the City a certified drainage inspection report 

prior to the issuance of a certificate of occupancy. 
 

7. A Stormwater Pollution Prevention Plan (SWPPP) must be submitted by the 
Applicant at time of building permit. The Plan should provide guidelines for 
implementing an erosion and sedimentation control program before the site 
is cleared or graded, including areas where topsoil will be removed and 
contours of slopes will be cleared. The Plan shall also include location and 
type of erosion control measures, stormwater and sediment management 
systems, and a vegetative plan for temporary and permanent stabilization. 
The Plan shall remain on-site for the duration of the construction activity.   

 
8. Construction shall be permitted only during the hours set forth in Ordinance 

No. 2011-01 “Noise Ordinance.” 
 
9. The Applicant shall comply with all applicable conditions and requirements 

of the Miami-Dade County Department of Regulatory and Economic 
Resources. 

 
10. The Applicant shall comply with all applicable conditions and requirements 

of the Miami-Dade County Fire Rescue Department.  
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11. All applicable local, state, and federal permits must be obtained before 

commencement of the development. 
 
12. Issuance of this development permit by the City of Doral does not in any 

way create any right on the part of an Applicant to obtain a permit from a 
state or federal agency and does not create any liability on the part of the 
City of Doral for issuance of the permit if the applicant fails to obtain requisite 
approvals or fulfill the obligations imposed by a state or federal agency or 
undertakes actions that result in a violation of state or federal law.  

 
13. That the Applicant must obtain a Certificate of Occupancy and a Certificate 

of Use from the City upon compliance with all terms and conditions. The 
Certificate of Occupancy and Certificate of Use shall be subject to 
cancellation upon violation of any of the conditions. 

 

FAILURE BY THE CITY TO TIMELY ENFORCE ANY OF THE ABOVE CONDITIONS 
DOES NOT CONSTITUTE A WAIVER OF THE SAME AND IF THE APPLICANT, ITS 
SUCCESSORS, OR, ASSIGNS, DOES NOT PERFORM SUCH CONDITIONS WITHIN 
FIVE (5) DAYS AFTER WRITTEN NOTICE, THE CITY RETAINS THE RIGHT TO STOP 
CONSTRUCTION, IF NECESSARY, UNTIL THAT CONDITION IS MET. THE CITY 
RESERVES THE RIGHT TO ENFORCE THESE CONDITIONS BY ISSUING A CODE 
COMPLIANCE CITATION, REVOKING THIS RESOLUTION, AND/OR AVAILING 
ITSELF OF ANY AND ALL REMEDIES AVAILABLE AT LAW OR IN EQUITY. BY 
ACTING UNDER THIS APPROVAL, APPLICANT HEREBY CONSENTS TO ALL THESE 
TERMS AND CONDITIONS 
 

Section 4. Effective Date. This Resolution shall become effective immediately 

upon its adoption.  

 

 

 

 

 

 





 
 
 
 

EXHIBIT “A” 



TRACT "B" OF "BOYKIN CENTER", ACCORDING TO THE PLAT THEREOF, AS RECORDED IN PLAT BOOK 136, 
PAGE 6, OF THE PUBLIC RECORDS OF MIAMI-DADE COUNTY, FLORIDA, PLUS THAT PORTION OF TRACT 
"A", OF SAID "BOYKIN CENTER", BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS: 

 

BEGIN AT THE SOUTHEAST CORNER OF SAID TRACT "B"; THENCE SOUTH 88°18'23" WEST ALONG THE 
SOUTHERLY LINE OF SAID TRACT "B" FOR 40.00 FEET TO A POINT OF CURVE; THENCE SOUTHWESTERLY 
ALONG THE ARC OF SAID CIRCULAR CURVE TO THE LEFT BEING CONCAVE TO THE SOUTH HAVING A 
RADIUS OF 277.00 FEET AND A CENTRAL ANGLE OF 24°31'46", FOR AN ARC DISTANCE OF 118.59 FEET TO 
THE SOUTHWEST CORNER OF SAID TRACT "B"; THENCE SOUTH 01°41'37" EAST ALONG THE SOUTHERLY 
EXTENSION OF THE WEST LINE OF SAID TRACT "B" FOR 55.19 FEET; THENCE SOUTH 89°57'52" EAST FOR 
155.07 FEET TO A POINT ON THE EAST LINE OF SAID TRACT "A" OF "BOYKIN CENTER"; THENCE NORTH 
01°41'37" WEST ALONG THE EAST LINE OF SAID TRACT "A" OF "BOYKIN CENTER" FOR 84.86 FEET TO THE 
POINT OF BEGINNING. 

 

SAID LANDS LYING AND BEING IN THE CITY OF DORAL, MIAMI-DADE COUNTY, FLORIDA AND CONTAINING 
31,857 SQUARE FEET (0.7313 ACRES), MORE OR LESS. 
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Luminaire Schedule
Symbol Label Arrangement Description LLF Luminaire

Lumens
Total
Watts

A1 Single EL475CT5DHWEL490ICDXA 0.950 1455 35.6
F Single 700OWAST14ZLED930 0.950 1004 137
H Single WPADS15UCSBPCEMO 0.950 2058 30.02
P5 Single RAR1-160L-115-4K7-5QW-U 0.950 15632 329.1
P4 Single RAR1-160L-135-4K7-4W-U 0.950 17568 534

Calculation Summary
Label CalcType Units Avg Max Min Avg/Min Max/Min
Property line Illuminance Fc 1.49 4.4 0.2 7.45 22.00
East Parking + Drive Illuminance Fc 2.47 4.4 0.7 3.53 6.29
North Drive Illuminance Fc 2.28 4.7 0.7 3.26 6.71
North Drive Thru Illuminance Fc 2.05 2.8 1.8 1.14 1.56
Sidewalk Illuminance Fc 1.71 2.5 1.1 1.55 2.27
South Parking + Drive Illuminance Fc 2.63 4.5 1.0 2.63 4.50
West Parking + Drive Illuminance Fc 2.09 16.8 1.4 1.49 12.00
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TO
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D/T PICK-
UP 
W

INDOW

D/T ORDER 
STATION

EXIST. 6' CONCRETE SIDEWALK

D/T MENU 
BOARD

134 FT TO 
PICK-UP 
W

INDOW

10'

10'10'

10'10'

10'10'

LIM
IT OF 

CLEAR 
SIGHT

LIM
IT OF 

CLEAR 
SIGHT

145' TO 
END OF 
VISIBILITY 
TRIANGLE

LIM
IT OF 

CLEAR 
SIGHT

LIM
IT OF 

CLEAR 
SIGHT

275' TO 
END OF 
VISIBILITY 
TRIANGLE

145'

14.5'

275'

14.5'

275'

14.5'

NW.  79th AVE.

CATCH BASIN
GRATE ELEVATION:6.87'
BAFFLE(N)

CATCH BASIN
GRATE ELEVATION:6.00'
BAFFLED(W

)

SANITARY MANHOLE
RIM ELEVATION:6.33'
NO ACCESS

WOOD
POWER POLE

2' CONCRETE
CURB & GUTTERWATER

VALVE

8" PIPE

8" PIPE

8" PIPE

W
ATER

VALVE
BENCHM

ARK
ELEVATION:7.00'
SET NAIL &
DISK LB3870
TP1016

WATER VALVE

WATER VALVE

FIRE HYDRANT

0.5' CONCRETE CURB

2' CONCRETE
CURB

0.5' CONCRETE
CURB

0.5'
CONCRETE
CURB

SIGN

BLOCK 3
"REVERSION PLAT OF 
PHEONIX GARDENS"
PLAT BOOK 33, PAGE 23

A PORTION OF TRACT "A"
"BOYKIN CENTER"
PLAT BOOK 136, PAGE 6

A PORTION OF TRACT "A"
"BOYKIN CENTER"
PLAT BOOK 136, PAGE 6
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FOLIO ID #35-3027-031-0010

FOLIO ID # 35-3027-031-0011
O.R.B. 28807, PAGE 1553

7.26'
7.06'

7.57'

7.48'

7.33'
7.57'
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6.38'

6.85'
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"TO THE BEST OF MY KNOWLEDGE THE PLANS 
AND SPECIFICATIONS SUBMITTED HEREWITH 
COMPLY WITH EXISTING INTERPRETATIONS 
AND PROVISIONS OF THE APPLICABLE 
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N O R T H 

NOTE: IRR. CONTRACTOR SHALL TIE NEW IRRIGATION EQUIPMENT
IN WITH EXISTING SYSTEM WHERE MOST LOGICAL.  CONTRACTOR 
SHALL FIELD VERIFY EXISTING ZONE GPM AND WATER PRESSURE.
CONTRACTOR SHALL DETERMINE PIPE SIZE FOR NEW PIPING ONCE 
ZONES ARE CALCULATED. NO PIPE SIZE SHALL BE UNDER 3/4" IN DIA. 

CONTRACTOR SHALL ADD, REMOVE OR REPLACE EQUIPMENT WHERE
NEEDED TO ENSURE 100% COVERAGE WITH 100% OVERLAP OF ALL 
GREEN AREAS.  REFER TO SHEET IR-1 AND IR-2 FOR EQUIPMENT
DETAILS AND SPECIFICATIONS

CONTRACTOR SHALL UTILIZE EXISTING 
WATER METER AND BACK FLOW DEVICE. 
CONTRACTOR SHALL UPSIZE AS NEEDED

NOTE:  ALL IRRIGATION EQUIPMENT SHOWN OUTSIDE OF PROPERTY LINES IS FOR GRAPHIC 
CLARITY ONLY.  ALL EQUIPMENT SHALL BE INSTALLED WITHIN THE PROPERTY LINES AND 
WITHIN LANDSCAPED AREAS WHEREVER POSSIBLE  
THE IRRIGATION DESIGN IS DRAWN FROM THE INFORMATION SUPPLIED FROM THE 
SITE PLAN.  THE CONTRACTOR SHALL BE RESPONSIBLE TO ENSURE ALL LANDSCAPED
AREAS WILL RECIEVE 100% IRRIGATION COVERAGE WITH 50% OVERLAP.   

CONTRACTOR SHALL FIELD VERIFY THE LOCATION AND CONDITION OF ALL EXISTING 
IRRIGATION HEADS AND EQUIPEMENT.
ALL PROPOSED IRRIGATION EQUIPMENT SHALL BE INSTALLED WHERE
EXISTING EQUIPMENT DOES NOT MEET CURRENT CODE REQUIREMENTS
OR IS IN POOR CONDITION.  ALL PROPOSED EQUIPMENT SHALL BE INSTALLED
PER THE SPECIFICATIONS NOTED ON THE PLAN.

CONTRACTOR SHALL VERIFY  ZONES DO NOT EXCEED MAXIMUM GPM OR PRESSURES OF  
PROPOSED EQUIPMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE TO REPAIR ANY DAMAGE DONE TO THE 
LANDSCAPING AS A RESULT OF IRRIGATION INSTALLATION TO EQUAL OR BETTER 
CONDITION.

CONTACTOR SHALL VERIFY LOCATION OF EXISTING IRRIGATION METER AND BACK FLOW 
DEVICE UPGRADE TO NEW SYSTEMS REQUIREMENTS IF NECESSARY . 

ALL EQUIPMENT SHALL BE INSTALLED PER THE REVISED LATEST SFBC APPENDIX F.

THERE SHALL BE NO MACHINE TRENCHING WITHIN  THE DRIPLINE OF EXISTING TREES.  
ALL TRENCHES SHALL BE HAND DUG  WITHIN THESE AREAS.
CONTRACTOR SHALL REFER TO LANDSCAPE PLAN FOR PROPOSED AND EXISITNG 
MATERIALS.
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IRRIGATION MASTER KEY

KEY NO. CODE ITEM DESCRIPTION INSTALLATION SPEC.

SLV
LINE
NOTE

SLEEVES  IN THIS CONTRACT -  
Sleeves under roadways and driveways 
shall be SCH-40
Sleeves under sidewalks can be CLASS 
160 PVC
Install as per details and specifications.

Each sleeve shall be a minimum of two sizes larger than lateral pipe enclosed
and each crossing shall include separate electrical conduit sleeves.   All sleeves
under pavement or roads  shall be a minimum of 24" below  the top of paving
to the top of the sleeve and under walks at 12" below grade.  Irrigation

The GC shall backfill and pave as required. No rock shall be in contact with PVC 
sleeves. 
All Asphalt base compaction and paving shall be made by  the Paving Contractor 
on the job.

C
00C17 CON

RAIN BIRD ESP
# Zone Electromechanical controller. Add 
zone modules as needed.
Controller will be installed as part of the pump 
station wihin pump enclosure. Contractor 
shall provide electrical service to pump station. 

Electrical hook-up provided by GC's electrician on site.
Irrigation Contractor to coordinate with GC /
Electrician.

Contractor shall mark stations on the controller panel to correspond with the
zone numbers on this plan and set operating sequence to correspond with 
the numbering.

CONTR
NOTE

IRRIGATION CONTRACTOR

UTILITIES  ABOVE AND BELOW GROUND.

Contractors shall be responsible for the location and verification of all
overhead and underground utilities.  Contractor shall coordinate with all of the
appropriate agencies to verify utilities in the field.  Contractor shall be
responsible for the protection and maintenance and any damage to existing
utilities and structures that may occur in the implementation of the scope of
work within this project. CONTRACTORS MUST USE THE NEW 
STANDARD SCHEDULE OF COLORS DESIGNATED FOR 

00V11 VALVE
BOX

VALVE COVER BOX - AMETEK  Heavy Duty Box with
Locking Covers,

JVB-10 Box 10" Dia.

All valve  assemblies to be installed below grade shall include AMETEK valve
boxes with a 2" layer of drainage gravel as clean dry ballast for a bottom.
Install top of box flush with surrounding grade, grass or mulch depending on
location. Group valve assemblies so they are accessible with the correct size
box. Any substitutions must be approved by landscape architect by providing
sample or product information for review and written approval.

X

HEAD
NOTE

GENERAL  HEAD  NOTE

ALL HEAD LOCATIONS SHOWN ON PLANS ARE
SCHEMATIC

Contractor to maintain 100% coverage with minimum 50% overlap when
minor head location changes are necessary due to field conditions. Install
adjustable angle nozzles where needed."All heads in open grass areas to be
mounted on polypipe swing joints.   Heads in shrub areas shall be installed on
SCH 160 risers raised to 6" above plant height, and with PVC SCH 160 swing
joint assemblies below grade. Risers taller than 24" above grade shall be
staked for support. All risers shall be fitted with shrub adapters and
appropriate nozzles. All risers shall be painted with Krylon Jungle Green or
equal.

RAIN
sensor

''MINI CLIK''   RAIN SENSOR MODEL 502

TO BE  INSTALLED BY IRRIGATION 
CONTRACTOR IN AN EASILY ACCESSIBLE 
POSITION

 ''MINI CLIK''  Mount the Mini Clik  PER MANUFACTURER'S
SPECIFICATIONS
Each system shall have it's own individual rain sensor
Contractor  is responsible for a fully operational system from
timeclock to location of the sensor.

X

MARKINGS ON THE GROUND  latest edition

IRRIGATION CONTROLLER

70A Head RAINBIRD 1800 SERIES, XP and VAN SERIES
1806-PRS  6" 
POP-UP
Low Gallon Nozzles

FULL 
HEADS

3/4 HDS
1/2 HDS1/4 HDS

2.5' 4',5', 6', 8',10',12',15' Raduis

All heads in tall shrub beds  shall be mounted on 
sch. 160 12" risers painted krylon jungle green.

Contractor shall adjust head spray to eliminate 
over spray of water onto structure walls, 
driveways, and
walkways.

RAINBIRD SPECIAL PATTERN SERIES

contractor shall supply and place sleeves, and be responsible for their locations.
Sleeving shall be installed at the most logical locations to avoid underground utilities 
and structures.  Sleeving locations shall be considered shematic on irrigation plans. 

PIPE
GEN
NOTE

LATERAL PIPE
All  New Pipe and Fittings.
Size as noted in plans.

3/4" Pipe to be Class 200.  All other lateral pipe to be  Class 160, except
where ground is rocky;  in rocky ground  SCH 40 pipe will be used.

 Class200/160 will be protected on all sides with at least 6" of clean, debris-free
builders sand.   All laterals to be placed 12" minimum below grade. All  lateral
pipe under pavement to be sleeved.   No lateral installed shall be less than 3/4".

PIPE
GEN
NOTE

MAIN & LATERALS Unless specifically detailed All  PIPING locations shown on
plans are schematic .   Contractor to adjust trenching in field for existing
conditions,  plantings and structures. Install pipes clear of hedge rows and tree
rootballs.  Irrigation contractor is responsible to adjust lines at his own
expense if not coordinated with all other work.  All piping shall be bed in 
clean fill
per Florida Building Code 2001 and back fill all trenches free of debris.  
Mechanical trenchers are acceptable except in drainage swales and utility 
areas which shall be hand dug and backfilled to original grade. 
CONTRACTOR ADJUSTMENTS  DOES NOT WARRANT
ADDITIONAL COSTS BASED ON BASE BID.

Ground Level Areas:  The sub-contractor shall do all necessary  excavating and
backfilling required for the proper installation of the work.  Minimum depth of cover over 
piping shall be 12 inches. Backfill material shall be clean fill. If existing material has an      
excess of rock, then clean sand must be used. In rocky areas, use Sch. 40 PVC, or  the     
trenching depth shall be two inches below normal trench depth to allow for a 2 inch bed      
of sand below the pipe. There shall be NO rock in contact with PVC pipe. The sub-         
contractor shall use backfilling equipment that will tamp backfill to its original density.     
He shall barricade or light the excavation to prevent hazards to the public.  Objectionable      
materials such as old concrete, asphalt, limerock and bricks that are encountered during      
working operations, shall be removed from the project by the sub-contractor.  Sub contractor
shall be responsible to locate any above or underground utilities prior to starting work. If 
utilities are found to be in conflict with the proposed work the Owner or owner's agent shall be 
notified immediately.  

MAIN & LATERALS 
BACKFILLING

PIPE
GEN
NOTE

MAINLINE SHALL NOT BE UNDER PRESSURE
WHILE THE SYSTEM IS NOT IN OPERATION. 

CONTRACTOR SHALL REPLACE ANY EXISTING EQUIPMENT IN POOR CONDITION AS SPECIFIED ABOVE

RS

PIPE SLEEVING SCHEDULE

PIPE SIZE          SLEEVE SIZE
1" 2"

1 1/4" 2"

1 1/2" 3"

2" 4"

2 1/2"+ 6"

6V

  10

VALVE

L  E  G  E  N  D

SPRAY, 180º

SPRAY, 90º

SIDE STRIP

6' NOZZLE

10' NOZZLE

8' NOZZLE  8

4' NOZZLE

5' NOZZLE

  4

  5

END STRIP

SPRAY, 360º

���������������� ¢up

12" MIN. 
DEPTH

IRRIGATION DETAIL  - VALVE  AND DIRECT BURIAL WIRE

NOTE:  NO  MALE  ADAPTERS  USED  ON 
VALVE  ASSEMBLY

LOCKING VALVE BOX AS PER 
SPECIFICATIONS, FLUSH 
WITH  FINAL  GRADE

ELECTRIC VALVEFINAL GRADE

WIRE CONNECTORS

CONTROL WIRE

THREADED NIPPLE 
(BOTH ENDS)

PVC  IRRIGATION  LATERAL 
TO  SRINKLERS

COMMON  WIRE  TO  OTHER 
VALVES  ON  SAME  CONTROLLER

TO  CONTROLLER

24"
12" COMPACTED ROAD 
ROCK TO MATCHEXISTING

SCH. 40 PVC 
PIPE SLEEVE

6" MINIMUM COVER 

12" MINIMUM COVER 
(SAND)

CLEAN SAND FILL

ELECT. CONDUIT OR PVC 
IRRIGATION LINE

CLEAN SAND FILL

NOTE: 
FLOOD SAND FILL INTO 
PLACE AND VIBRATE WITH 
CONCRETE VIBRATOR.USE WHERE ROADWAY IS UNDER 

CONSTRUCTION

SHC. 40 PVC  
PIPE SLEEVE 

12"

12" ROADWAY SURFACE

NOTE: SEE PIPE SLEEVING SCHEDULE FOR SLEEVE SIZES. FOR PIPES 2 1/2" AND OVER  
THERE SHOULD BE A 2" MNIMUM BETWEEN THE INSIDE WALL OF THE SLEEVE AND THE  
OUTSIDE WALL OF THE PIPE.

PIPE AND CONDUIT ACROSS ROADWAYSIRRIGATION DETAIL -

  (LENGTH AS REQUIRED)

9

PVC SCH 40 TEE OR ELL

PVC SCH 40 ELL

PVC SCH 40 STREET ELL

PVC LATERAL PIPE

8

7

6

2

5

4

3

1

PLANT MATERIAL

  PVC SCH 80 NIPPLE

PLASTIC NOZZLE: RAIN BIRD
  1800 SERIES

2

6

5

4

3

1

97857

FINISH GRADE/TOP OF MULCH

UV RADIATION RESISTANT

  RAIN BIRD MODEL PA-8S
PLASTIC SHRUB ADAPTER:

1800 NOZZLE ON RISER WITH SWING JOINT
N.T.S.

RS

C

NEW IRR. RAIN SENSOR
AND IRR. CONTROLLER
MOUNT TO WALL INSIDE
ENCLOSURE

SITE MOD: 11/7/23

(5) REL
PYGMY
DATE PALMS

(2) REL
PYGMY
DATE PALMS

IRR. SLEEVE

PROPOSED  
20 GPM

3/4"

3/4"

1"

1"3/4"

3/4" 3/4"3/4"

IRR. SLEEVE

3/4"

11/4"

3/4"3/4"

PROPOSED 
13 GPM

TIE EXISTING IRR. 
INTO PROPOSED

10

10

10
SST

SST

SST

SST

SST
SST SST SST SST SST

12
10

10

12

12

12
12

12

12

12

3/4"

SST
11/4"

3/4"
1"

PROPOSED 
12 GPM

SST

SST
SST SST

Know what's below.
Call before you dig.
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D/T PICK-
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D/T ORDER 
STATION

EXIST. 6' CONCRETE SIDEWALK

D/T MENU 
BOARD

134 FT TO 
PICK-UP 
W

INDOW

10'

10'10'
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IT OF 

CLEAR 
SIGHT
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SIGHT

145' TO 
END OF 
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275' TO 
END OF 
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14.5'
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NW.  79th AVE.
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GRATE ELEVATION:6.87'
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GRATE ELEVATION:6.00'
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W
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"REVERSION PLAT OF 
PHEONIX GARDENS"
PLAT BOOK 33, PAGE 23
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SCALE: 1"=20'

"TO THE BEST OF MY KNOWLEDGE THE PLANS 
AND SPECIFICATIONS SUBMITTED HEREWITH 
COMPLY WITH EXISTING INTERPRETATIONS 
AND PROVISIONS OF THE APPLICABLE 
BUILDING CODES.  THIS DRAWING IS THE 
PROPERTY OF 
MLA Group , Inc. AND IS AN INSTRUMENT OF 
SERVICE AND MAY NOT BE REPRODUCED, 
SCANNED OR COPIED BY ANY OTHER MEANS IN 
PART OR IN WHOLE WITHOUT EXPRESS 
WRITTEN PERMISSION OF SAME" 
  ©   MLA Group Inc.
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Know what's below.
Call before you dig.
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No. 
LA-6666695

STATE OF

E
J

S LM C

F
OL I DR

A

ESEAL:AM
C

U R

L

DERM COMMENTS: 8/29/23
CITY COMMENTS: 9/19/23
CITY COMMENTS: 9/27/23
SITE MOD: 11/7/23

(5) REL
PYGMY
DATE PALMS

(2) REL
PYGMY
DATE PALMS

MASTER PLANT LIST
KEY PLANT NAME SPECIFICATION QUANTITY

BS12 BURSERA SIMARUBA
GUMBO LIMBO

12' X 6' SPR.
2.5" DBH.  4.5' CT.
NATIVE
HIGH DROUGHT TOLERANCE

3

CES12 CONOCARPUS  ERECTA
SERECIUS
SILVER BUTTONWOOD TREE

12' X 5' SPR.  2.5" DBH. 4.5' C.T
SINGLE TRUNK
NATIVE
HIGH DROUGHT TOLERANCE

9

LI16 LAGERSTROEMIA INDICA
CREPE MYRTLE  'NATACHEZ'

16’ X 8’ SPR. 3” DBH. 8’ CT.
SINGLE TRUNK
HIGH DROUGHT TOLERANCE

7

QV12 QUERCUS VIRGINIANA
SOUTHERN  LIVE OAK

12'  X 6'  SPR.  2.5" DBH  5' CT.
NATIVE
HIGH DROUGHT TOLERANCE

2

VM14 VEITCHIA MONTGOMERYANA
MONTGOMERY PALM

12'  CT.  SINGLE TRUNK MATCH
HTS.
3-4" DBH.
HIGH DROUGHT TOLERANCE

10

MASTER PLANT LIST

KEY PLANT NAME SPECIFICATION QUANTITY

CAS3 CRINUM ASIATICUM
CRINUM LILLY,
QUEEN EMMA PURPLE

36"X 30" O.A.  5 PPP MIN.

HIGH DROUGHT TOLERANCE
9

CIR CHRYSOBALANUS ICACO
COCOPLUM HEDGE

24" X 24",  SPR. 24" 0.C.
NATIVE
MEDIUM DROUGHT TOLERANCE

80

CLR7 CLUSIA ROSEA  NANA
SMALL LEAF PITCH APPLE

36 "X 30 " 30"  O.C.
NATIVE
HIGH DROUGHT TOLERANCE

24

CV3 CODIUM  VARIEGATUM
MAMMY CROTON

30" X 24" SPR.  24" O. C.
MEDIUM DROUGHT TOLERANT

DV1 12”X10" 12” O.C.
HIGH DROUGHT TOLERANCE 245

FAK TRIPSACUM DACTYLOIDES
FAKAHATCHEE GRASS

24" X 24" 24" O.C.
NATIVE
HIGH DROUGHT TOLERANCE

96

FM3 FICUS MICROCARPA
'GREEN ISLAND'

12" X 15" SPR.  18"  O.C.

MEDIUM DROUGHT TOLERANCE
220

MUC3 MUHLENBERGIA CAPILLARIS
MUHLY GRASS

20" X 15" SPR. 15"-18" O.C.
NATIVE
HIGH DROUGHT TOLERANCE

84

PM7 PODOCARPUS MACROPHYLA
YEW PODOCARPUS

24" X 36” SPR. 24" OC.
NATIVE
MEDIUM  DROUGHT TOLERANCE

27

SOD ST. AUGUSTINE FLORITAM CONTRACTOR TO VERIFY
QUANTITY FOR PROPOSED

HP3 24" X 24",  SPR. 24" 0.C.
NATIVE
MEDIUM DROUGHT TOLERANCE

HEMELIA PATENS
FIRE BUSH 27

DIETES IRIDIOIDES
AFRICAN IRIS

57

MS1 650MIMOSA STRIGILLOSA
SUNSHINE MIMOSA

1 GAL 6" X 6" . 6" O.C.   NATIVE
HIGH DROUGHT TOLERANCE

TOTAL TREES PROPOSED= 25
TOTAL PALMS PROPOSED = 14

PL10 PSIDIUM LITTORALE
STRAWBERRY GUAVA

10’ X 5' SPR. 2.5" DBH. 3’ CT.
MULTI  TRUNK
HIGH DROUGHT TOLERANCE

3

VM2 VEITCHIA MONTGOMERYANA
MONTGOMERY PALM

12'  CT. DBL. TRUNK MATCH
HTS. 3-4" DBH.

HIGH DROUGHT TOLERANCE
4

MF12 MYRCIANTHES FRAGRANS
SIMPSONS STOPPER

12'  X 6'  SPR.  2.5" DBH  5' CT.
NATIVE
HIGH DROUGHT TOLERANCE

2

STRELITZIA NICHOLAISN10 10' OA, MIN 5-7 SUCKERS 
SYMETRICAL PLANT.   4

E

F

CES12
4

VM14
6

BS12
2

QV12
1

FM3
80

MUC3
50

TOTAL LAND AREA  31,857 SF.   .731 ACRES
BUILDING AREA: 3,000 SF. 
LANDSCAPE AREA: 5,869.4 SF. (18.1%)
PAVED AREA: 26,087.6 SF.  (72.28%)
PERVIOUS AREA: 5,769.40 SF. (18.1%)
IMPERVIOUS AREA: 26,026 SF. (81.89%)

TOTAL PARKING = 35 SPACES

CLR7
24

PROP. LINE

FILL IN 
DT3
15

AS
PH

AL
T 

PA
VE

M
EN

T
(N

OR
TH

 B
OU

ND
 L

AN
ES

)

FIRE
HYDRANT

TOTAL TREES REQUIRED FOR SITE = 74 
TOTAL TREES PROVIDED TO MEET CODE = 78 

na

OPEN SPACE:
PROVIDED

on site plan Net lot area = 

TREES

SHRUBS

1,217

4

              PROVIDED          

LANDSCAPE LEGEND INFORMATION 
CITY OF DORAL

Zoning District = CC  Net Lot Area= 31,857 SF .73 AC  

         REQUIRED          

A. Square feet of open space required
31,857 s.f.  x 18 % = 5,735 s.f. 5,735 5,419.4

B. Square feet of parking lot open space required
as indicated on site plan:

No. of parking spaces 35 x 10 s.f. per parking space 350 s.f. 350 350

C. Total s.f. of landscaped open space  req. A+B= 6,085 5,769.4

LAWN AREA CALCULATION

A. total s.f. of landscaped open space required 6,085 5,769.4

B. Maximum lawn area (sod) permitted =  6,085 X .20 = 1,217 1,188

A. No. of trees req. per net lot acre
less existing no. of trees meeting min. requirements
= 15 trees x .73 net lot acres = 11 11 11

B. % of palms allowed: No. trees required 11 x 30% = 4 4

% palms permitted to count as street trees  on 1:1 basis x 30%

C. % Natives required: No. trees provided 11 x 50% = 7 7 7
D. Street trees (maximum avg. spacing of 35’ o.c.)

NW 79th Ave 207/35 = 7

E. Street trees located directly under power lines

(max. avg. spacing of 25’ O.C.):  /25   linear feet along street =
 
 
 

Total trees required for site = 19

NA NA

A. No. trees req 19 x 10 = No. of shrubs required = 190
      50% required to be native 190 x .50 = 95

190

B. Native  shrubs required 83 x 50% = No. of native shrubs req.= 42 42

19

 
 

66

(max. avg. spacing of 25’ O.C.):  /25   linear feet along street =
 
 
Total trees required for site = 19
80% shall be drought tolerant 19 X .80 = 15 

19

190

42

B.  No. of shrubs required along parking lot buffers adj. to a street (1) 18" ht.
shrub per 30"  207lf/2.5 = 83 required

83 83

F. (1) tree per 80SF of parking lot landscaping = 4 trees required 4 4

95 95

15 15 

4 7

4 4

19 29

CES12
5

VM14
6

BS12
1

MUC3
80

MUC3
18

FAK
70

LI16
7

4'
-9
"

15'X15' SIGHT TRIANGLES

15'X15' SIGHT TRIANGLES

15'X15' SIGHT TRIANGLE

NOTE: ALL LANDSCAPE MATERIALS 
WITH SIGHT TRIANGLES SHALL BE 
MAINTAINED UNDER 30" IN HT. BY 
PROPERYT OWNER

NOTE: ALL LANDSCAPE MATERIALS 
WITH SIGHT TRIANGLES SHALL BE 
MAINTAINED UNDER 30" IN HT. BY 
PROPERYT OWNER

NOTE: ALL LANDSCAPE MATERIALS 
WITH SIGHT TRIANGLES SHALL BE 
MAINTAINED UNDER 30" IN HT. BY 
PROPERYT OWNER

SOD

MITIGATION DATA
TREES TO BE REMOVED = 0
PALMS TO BE REMOVED = 2
REPLACEMENT TREES AND PALMS 
PROVIDED THIS SHEET=2

PL10
3

CAS3
5

CIR
40

VM2
3

PM7
27

FM3
140

HP3
18

CIR
40

MF12
2

HP3
9

MUC3
16

DV1
30

CAS3
4 DV1

180

RELOCATED 
SABAL PALMS

35,36

VM2
1

LIGHT POLE
TYP.

CV3
27CV3

13
ZAM
20

MS1
300

FAK
7

FAK
10

FAK
9

MS1
350

CV3
17

8/29/23

EXIST WASHINGTONIA
PALM ON
ADJ. PROPERTY

QV12
1

SN10
4

CONTRACTOR SHALL DO TAKE OFF FROM PLANS.
PLANS SHALL TAKE PRECEDENCE OVER PLANT LIST QUANTITIES
CONTRACTOR SHALL REPLACE ANY EXISTING MATERIALS IN POOR
CONDITION OR MISSING.  ALL REPLACMENTS SHALL BE FL. NO1 QUALITY
OR BETTER.  ANY DAMAGE TO LANDSCAPE CURBING SHALL BE REPLACED.
ALL LANDSCAPE BEDS SHALL BE MULCHED WITH 3" OF NON CYPRESS 
BLEND
GRADE B OR BETTER.
CONTRACTOR SHALL INSTALL ROOT BARRIER AS NEEDED WHERE TREES 
AND
UNDERGROUND UTILITIES ARE WITHIN 5' OF EACH OTHER
ALL EXISTING TREES SHALL BE PRUNED PER ANSI-300 STD'S AS NEEDED.
REFER TO SHEET L-2 FOR EXISTING TREE AND VEGEATATION 
INFORMATION
REFER TO SHEET L-3 FOR PLANTING DETAILS AND SPECIFICATIONS

9/27/23

9/27/23

DV1
35

11/7/23

11/7/23

11/7/23

11/7/23

4

5
16

17

18

C

25

26

27

28

30

NO TREES SHALL BE REMOVED OR RELOCATED WITHOUT A TREE REMOVAL PERMIT
REFER TO SHEET L-1 FOR MITIGATION DATA

KEY
A EXISTING SWORD FERN

B EXISTING CROTON SPP.

c EXISTING VAR. ABRORICOLA

D EXISTING GREEN ISLAND FICUS
E EXISTING COCOPLUM HEDGE

F EXISTING GREEN ISLAND FICUS

CONTRACTOR SHALL REPLACE ANY EXISTING MATERIALS IN POOR
CONDITION OR MISSING.  ALL REPLACMENTS SHALL BE FL. NO. 1 QUALITY
OR BETTER.  
ALL LANDSCAPE BEDS SHALL BE MULCHED WITH 3" OF NON CYPRESS BLEND
GRADE B OR BETTER.
ALL EXISTING TREES SHALL BE PRUNED PER ANSI-300 STD'S AS NEEDED.

F

Received 11-13-2023
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"BOYKIN CENTER"
PLAT BOOK 136, PAGE 6

A PORTION OF TRACT "A"
"BOYKIN CENTER"
PLAT BOOK 136, PAGE 6
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7.26'
7.06'

7.57'

7.48'

7.33'
7.57'

6.58'
6.68'

6.38'

6.85'

6.80'
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7.35'

7.36'7.34'

7.31'

7.24'
7.24'

EXIST SIDEWALK

NW
 37TH

STREET

CATCH BASIN
GRATE ELEVATION:7.11'
INVERT ELEVATION:3.91'(W

)
15" PIPE

CATCH BASIN
GRATE ELEVATION:6.77'
BAFFLE(W

)

CATCH BASIN
GRATE ELEVATION:7.00'
BAFFLE(E)

SIGN

CONCRETE
LIGHT POLE

SIGN

FOUND
NAIL & 
DISK
NO ID.

0.5' CONCRETE CURB
(TYPICAL)

SIGN

TRACT "C"
"BOYKIN CENTER"
PLAT BOOK 136, PAGE 6
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O.R.B. 30854, PAGE 2202
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7.35'

7.41'

EXISTING TREE TO REMAIN

EXISTING PALM TO REMAIN

EXISTING TREE TO REMOVE

EXISTING TREE TO RELOCATE

RELOCATED TREE
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TREE PERMIT COMMENTS: 9/4/23

9/4/23

CITY COMMENTS: 9/19/23
SITE MOD: 11/7/23

1. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 20' CT. GOOD REMOVE
2. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
3. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
4. MAHOGANY SWIETENIA MAHOGANII 25" 30'X35' GOOD REMAIN
5. MAHOGANY SWIETENIA MAHOGANII 17" 30'X12' FAIR REMAIN (CAVITY IN TRUNK)
6. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
7. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
8. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
9-15 PYGMY DATE PALM PHOENIX ROEBELLINI 5' CT. GOOD RELOCATE
16-17 PYGMY DATE PALM PHOENIX ROEBELLINI 5' CT. GOOD REMAIN
18. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMAIN
19. QUEEN PALM ARECASTRUM ROMANZOFFIANUM 18' CT. POOR REMOVE/MIT
20-21 PYGMY DATE PALM PHOENIX ROEBELLINI 3' CT. FAIR REMOVE
22. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 35' CT. GOOD REMOVE
23. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 35' CT. GOOD REMOVE
24. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
25. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMAIN ON ADJ. PROP
26. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMAIN ON ADJ PROP
27. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMAIN ON ADJ. PROP
28. QUEEN PALM ARECASTRUM ROMANZOFFIANUM 16' CT. FAIR REMAIN ON ADJ. PROP
29. QUEEN PALM ARECASTRUM ROMANZOFFIANUM 7' CT. POOR REMOVE/MIT
30. MAHOGANY SWIETENIA MAHOGANII 22" 30'X30' GOOD REMAIN ON ADJ. PROP
31. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 30' CT. GOOD REMOVE
32. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 32' CT. GOOD REMOVE
33. WASHINGTONIA PALM WASHINGTONIA ROBUSTA 32' CT. GOOD REMOVE
34. WASHINTONIA PALM WASHINGTONIA ROBUSTA 32' CT. GOOD REMOVE
35. SABAL PALMETTO CABBAGE PALM 16' CT. GOOD RELOCATE
36. SABAL PALMETTO CABBAGE PALM 16' CT. GOOD RELOCATE
37. SABAL PALMETTO CABBAGE PALM 26' CT. GOOD REMAIN

TREE NO.    COMMON NAME BOTANICAL NAME  SIZE (DBH. HT.X SPR.)   CONDITION  DETERMINATION

EXISTING TREE INVENTORY

EXIST WASHINGTONIA
PALM ON
ADJ. PROPERTY

1

2

3

29

19

TREE PROTECTION/TEMPORARY BARRIER DETAIL
NOT TO SCALE

BEING PREPARED FOR SOD INSTALLATION.

PAVING & GRADING IS COMPLETE.  FENCE 
TO BE REMOVED AT TIME SITE IS

NOTE:  ERECT FENCE PRIOR TO BEGINNING 
DEMOLITION.  LEAVE IN PLACE UNTIL ALL

EXISTING GRADE

Tree canopy
dripline

PT. 2 X 4 X 5' WD. POST AT ALL FOUR 
CORNERS WITH INTERMEDIATE POSTS
AT 5' O.C. TO FORM A CONTINOUS BARRIER AROUND
TREE OR GROUP OF TREES
AS REQUIRED TO KEEP MESH TIGHT
SINK POSTS 30" DEEP IN GROUND
(3) 2X4 SPLIT RAILS EA. SIDE

NOTE: TREE PROTECTION BARRIER SHALL BE INSTALLED ON ALL TREES
TO REMAIN ON SITE  PRIOR TO STARTING WORK ON SITE.
BARRIER SHALL REMAIN IN PLACE UNTIL CONSTRUCTION HAS BEEN COMPLEED.
CONTRACTOR SHALL TAKE EXTRA CARE DURING EARTHWORK AND UTILITY OPERATIONS
TO PROTECT ALL EXISTING TREES AND SHALL BE RESPONSIBLE TO REPLACE ANY TREES
DAMAGED DURING CONSTRUCTION

30"

TREE PROTECTION AREA
 KEEP OUT

INSTALL SIGNAGE ON SITE
AT EACH BARRIER 

EXTEND BARRIER TO 
EDGE OF DRIPLINE 

OR GREATER WHERE POSSIBLE

PROTECTIVE ORANGE MESH FASTENED
TO WOOD RAILS AND POST

4'

5'-0" O.C.
NO ENTRY OR
 STORAGE NO DRIP LINE

ENCROACHMEN

35

36

37

MITIGATION DATA
TREES TO BE REMOVED = 0
PALMS TO BE REMOVED = 2
REPLACEMENT PALMS PROVIDED 
ON SHEET L-1  

6

7

8

9

10

11

12

13

14

15

A
B

22

23

24

D

31

32

33

34

RELOCATED 
SABAL PALMS

35,36

8/29/23

NOTE: CONTRACTOR SHALL FIELD VERIFY
NEW LOCATIONS OF SABAL PALMS WILL 
NOT CONFLICT WITH THE CONSTRUCTION OF 
PROPOSED DUMPSTER.

5 (2"x4"x16") WOOD 
BATTENS

NAIL 2X4 TO BATTEN

5 LAYERS OF BURLAP

1" MULCH LAYER OVER ROOT BALL.
MULCH SHALL BE KEPT 6" FROM TRUNK BASE.
NO PLANTS SHALL BE PLANTED OVER ROOTBAL

SECURE BATTENS WITH 3/4" HIGH CARBON
STEEL BAND TO HOLD BATTENS IN PLACE
DURING PLANTING AND GUARANTEE PERIOD

3 (2X4) WOOD BRACES
STANDARD 8' LENGTH OR
OTHER 2X4 LENGTH AS
DIRECTED BY THE 
LANDSCAPE ARCHITECT

2"X4"X24" STAKE PAD 
BURIED 3" BELOW GRADE

FILL AROUND BALL WITH
SAND. PLANTING HOLE 
SHALL BE A MIN. OF 2X THE
SIZE OF THE ROOT BALL AND 4" DEEPER

SABAL PALM RELOCATION  PLANTING DETAIL

FERTILIZE WITH OSMOCOTE
AS PER MFG. RECOMMENDATIONS
12-12-12,  6 MONTH FORMULA

NOT TO SCALE

TOP OF ROOT BALL SHALL BE 10%
ABOVE FINISHED GRADE.

ALL STAKING SHALL BE REMOVED WITHIN ONE YEAR
OF INSTALLATION

ROOTBALL SHALL BE PLACED AT THE BOTTOM OF THE
UNDISTURBED SUB GRADE
SOLID SOIL PEDESTAL 6" HT.

CL
EA

R 
TR

UN
K

4' MIN.

6'-0"

WATERING/RELOCATION NOTES:
CONTRACTOR SHALL HAND WATER NEWELY 
INSTALLED PALMS DAILY FOR A PERIOD OF 
2 WEEKS OR UNTIL NEW ROOT GROWTH IS ESTABLISHED
THE AUTOMATIC IRRIGATION SYSTEM SHALL BE USED FROM THAT POINT 
FORWARD. CONTRACTOR SHALL FIELD CHECK RELOCATED PALMS 
30 DAYS AFTER INSTALL TO VERIFY HEALTH AND CONDITION.

PALMS SHALL BE ROOT PRUNED  LIFTED WITH A TREE STRAP 
AND PLANTED SAME DAY.  REMOVE DEAD FRONDS PRIOR TO RELOCATION

20

21

4

5
16

17

18

C

25

26

27

28

30

NO TREES SHALL BE REMOVED OR RELOCATED WITHOUT A TREE REMOVAL PERMIT
REFER TO SHEET L-1 FOR MITIGATION DATA

KEY
A EXISTING SWORD FERN

B EXISTING CROTON SPP.

c EXISTING VAR. ABRORICOLA

D EXISTING GREEN ISLAND FICUS
E EXISTING COCOPLUM HEDGE

F EXISTING GREEN ISLAND FICUS

CONTRACTOR SHALL REPLACE ANY EXISTING MATERIALS IN POOR
CONDITION OR MISSING.  ALL REPLACMENTS SHALL BE FL. NO. 1 QUALITY
OR BETTER.  
ALL LANDSCAPE BEDS SHALL BE MULCHED WITH 3" OF NON CYPRESS BLEND
GRADE B OR BETTER.
ALL EXISTING TREES SHALL BE PRUNED PER ANSI-300 STD'S AS NEEDED.
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TOP OF ROOTBALL SHALL BE 
APPROX. 1" ABOVE FINISHED GRADE
TRUNK FLAIR MUST BE VISIBLE ABOVE
GRADE. REMOVE TOP 1/3 OF THE NATURAL
BURLAP AND WIRE BASKET COMPLETELY.
IF WIRE BASKET CAN NOT BE REMOVED DUE
TO ROOT BALL STABLILITY SLICE THE  BASKET
TO THE BOTTOM OF THE ROOT  BALL ON A MIN OF
4 SIDES.

NOT TO SCALE

SINGLE TRUNK GUYING AND PLANTING DETAIL

FINISH GRADE

TREE
SINGLE DOMINATE LEADER
GOOD STRUCTURE FL. NO. 1 OR BETTER

3" CONT. EARTH BERM WATER BASIN

30" LONG 3/4" PVC

IN HEAVY CLAY SOILS OR WHERE THERE
IS A HARD PAN, AUGER AN 8" HOLE 6'
DEEP OR THROUGH THE HARD PAN.

PLACE ROOTBALL ON THE BOTTOM 
OF THE UNDISTRUBED SUB GRADE
SOLID SOIL PEDESTAL

PLANT PIT SHALL BE 2X AS

PLACE SOIL AMENDMENTS (IE. TERRASORB, FERTILIZER  TABLETS
 IN TOP 8" OF PLANTING SOIL

WIDE AS ROOT BALL AND NO DEEPER
THAN THE HEIGHT OF THE ROOT BALL  

6'
-0

"

8"

+
2'

-0
"

4"

M
IN

.

3 STRANDS OF 3/4" BIODEGRADABLE ROPE
TIED TO EACH TREE AND SUPPORTED IN THE GROUND
WITH 3-1"X2"X1' BURIED SO TOP IS 1" BELOW GRADE.

3" OF CLEAN MULCH DEPTH IN A 5' DIA. RING  
KEPT 6" FROM TRUNK  AND STEMS OF ALL VEGETATION
THE USE OF CYPRESS OR RED MULCH IS PROHIBITED

IRRIGATION HEAD AS NEEDED

EXISTING UNDISTURBED SOIL

TILL AND LOOSEN EXISTING SOIL TO A DEPTH
OF 8" IN ALL PLANTING BEDS THEN TILL IN 4" OF PLANTING
SOIL THROUGHOUT. 

TILL AND LOOSEN EXISTING SOIL TO A DEPTH
OF 8" WITH A RADIUS OF 5' FROM TRUNK OF TREE 

BACKFILL W/ CLEAN 50% SAND/MUCK MIX 

FINISH GRADE

2X DIAMETER AT ROOT BALL BASE

3X ROOT BALL DIAMETER

C
T.

SPR.

5 (2"x4"x16") WOOD 
BATTENS

NAIL 2X4 TO BATTEN

5 LAYERS OF BURLAP

1" MULCH LAYER OVER ROOT BALL.
MULCH SHALL BE KEPT 6" FROM TRUNK BASE.
NO PLANTS SHALL BE PLANTED OVER ROOTBAL

SECURE BATTENS WITH 3/4" HIGH CARBON
STEEL BAND TO HOLD BATTENS IN PLACE
DURING PLANTING AND GUARANTEE PERIOD

3 (2X4) WOOD BRACES
STANDARD 8' LENGTH OR
OTHER 2X4 LENGTH AS
DIRECTED BY THE 
LANDSCAPE ARCHITECT

2"X4"X24" STAKE PAD 
BURIED 3" BELOW GRADE

FILL AROUND BALL WITH
SAND. PLANTING HOLE 
SHALL BE A MIN. OF 2X THE
SIZE OF THE ROOT BALL AND 4" DEEPER

SABAL PALM PLANTING DETAIL

FERTILIZE WITH OSMOCOTE
AS PER MFG. RECOMMENDATIONS
12-12-12,  6 MONTH FORMULA

NOT TO SCALE

TOP OF ROOT BALL SHALL BE 10%
ABOVE FINISHED GRADE.

ALL STAKING SHALL BE REMOVED WITHIN ONE YEAR
OF INSTALLATION

ROOTBALL SHALL BE PLACED AT THE BOTTOM OF THE
UNDISTURBED SUB GRADE
SOLID SOIL PEDESTAL 6" HT.

CL
EA

R 
TR

UN
K

NOT TO SCALE

MULTI - TRUNK GUYING AND PLANTING DETAIL

FINISH GRADE

PLANT PIT SHALL BE 2X AS
WIDE AS ROOT BALL AND NO DEEPER
THAN THE HEIGHT OF THE ROOT BALL  

6'
-0

"

8"

+
2'

-0
"

4" M
IN

.

TILL AND LOOSEN EXISTING SOIL TO A DEPTH
OF 8" IN ALL PLANTING BEDS THEN TILL IN 4" OF PLANTING
SOIL THROUGHOUT. 

TILL AND LOOSEN EXISTING SOIL TO A DEPTH
OF 8" WITH A RADIUS OF 5' FROM TRUNK OF TREE 

BACKFILL W/ CLEAN 50% SAND/MUCK MIX 

FINISH GRADE

2X DIAMETER AT ROOT BALL BASE

3X ROOT BALL DIAMETER

PLACE ROOTBALL ON THE BOTTOM 
OF THE UNDISTRUBED SUB GRADE
SOLID SOIL PEDESTAL

TREE
(MULTI-TRUNK)

WATER BASIN

BLACK NYLON STRAPPING

REDWOOD DEADMAN 2"x4"x24"
BURIED 2 FEET IN GROUND OR

GALVANIZED STEEL SPIKES

30" LONG 3/4" PVC

MULCH 6" CLEAR RADIUS TO TRUNK BASE
1" MULCH COVER OVER ROOT BALL  PLANTS SHALL 
NOT BE PLANTED OVER ROOT BALL.

(MIN. OF 3 GUYS AT EACH TREE)

IN HEAVY CLAY SOILS OR WHERE THERE
IS A HARD PAN, AUGER AN 8" HOLE 6'
DEEP OR THROUGH THE HARD PAN.

FERTILIZER TABLETS

TOP OF ROOTBALL SHALL BE 
APPROX. 1" ABOVE FINISHED GRADE
TRUNK FLAIR MUST BE VISIBLE ABOVE
GRADE. REMOVE TOP 1/3 OF THE NATURAL
BURLAP AND WIRE BASKET COMPLETELY.
IF WIRE BASKET CAN NOT BE REMOVED DUE
TO ROOT BALL STABLILITY SLICE THE  BASKET
TO THE BOTTOM OF THE ROOT  BALL ON A MIN OF
4 SIDES.
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LANDSCAPE SPECIFICATIONS 

1. CONTRACTOR SHOULD MAKE HIS OWN TAKE OFF TO ELIMINATE DISCREPANCIES. IN CASE THEY OCCUR, 

THE PLAN WIL TAKE PRECEDENCE OVER THE PLANT LIST. 

2. EXACT LOCATION OF PLANT MATERIAL MAY VARY SLIGHTLY. COORDINATE FIELD LOCATIONS WITH

OTHER TRADES PRIOR TO COMMENCEMENT OF WORK

3. ALL PLANT MATERIAL FURNISHED BY THA LANDSCAPE CONTRACTOR SHALL BE “FLORIDA #1” OR BETTER

AND SHALL BE INSTALLED AS SPECIFIED IN “FLORIDA DEPT. OF AGRICULTURAL GRADES AND

STANDARDS”. CURRENT EDITION RESPECTIVELY. 

4. ALL PLANTING TO BE DONE ACCORDING TO GOOD NURSERY PRACTICE. 

5. ALL PLANTING MATERIAL SHALL BE GUARANTEED 365 DAYS (I YEAR) FROM TIME OF FINAL INSPECTION &

APPROVAL. 

6. ALL SOD TO BE ST. AUGUSTIN FLORATAM SOLID. 

7. ALL BED AREAS TO RECEIVE A 3” LAYER OF ARSENIC FREE EUCALYPTUS MULCH/ FLORIMULCH, & SHALL

BE A MIN. OF 1’-0” WIDER THAN PLANTS (MEASURED FROM OUTSIDE OF FOLIAGE) 

8. ALL TREES TO HAVE A 2 ½” MINIMUM TRUNK DBH. OR UNLESS OTHERWISE SHOWN ON LANDSCAPE 

LEGEND. 

9. ALL TREES FIELD GROWN (CONTAINER TREES NOT ACCEPTABLE), UNLESS OTHERWISE SHOWN. 

10. LANSCAPER TO FURNISH ALL MATERIAL AND LABOR INCLUDING, PLANTS MULCH, TOP DRESSING, SOIL 

PREPARATION, DECORATIVE ITEMS (IF SHOWN), INSPECTIONS. TRANSPORTATION, WARRANTY, PEMIT, ETC. 

NECESSARY FOR COMPLETION OF ALL LANDSCAPING REQUIRED HEREIN EXCEPT IF DESIGNATED TO BE 

OTHERS. 

11. LANDSCAPE ARCHITECT SHALL BE NOTIFIED OF ANY CHANGES IN THE MATERIAL OR DESIGN PRIOR TO

INSTALLATION OF THE SAME. 

12. OWNER RESERVES THE RIGHT TO REJECT ANY OR ALL BIDS. 

13. LANDSCAPER SHALL HAVE A COMPETENT SUPERINTENDENT PRESENT ON THE JOB WHO SHALL BE 

AUTHORIZED TO REPRESENT THE LANDSCAPER IN HIS ABSENCE. 

14. PLANTS SHOULD BE TYPICAL FOR THEIR VARIETY AND SPECIES, PLANTS SHALL BE SOUND, HEALTHY

VIGOROUS, FREE FROM PLANT DISEASE, INSECT OR THEIR EGGS. THEY SHALL HAVE HEALTHY NORMAL 

ROOTS AND SHALL NOT BE ROOT BOUND. QUALITY AND SIZE: ALL PLANT MATERIALS SHALL BE NURSERY

GROWN UNLESS OTHERWISE NOTED. 

15. ALL PLANT MATERIAL SHALL BE HANDLED IN A CAREFUL MANNER DURING TRANSPORTATION AND

INSTALLATION. 

16. PLANTS SHALL NOT BE PRUNED OR TOPPED BEFORE DELIVERY.

17. OWNER RESERVES THE RIGHT TO APPROVE ALL PLANTS MATERIALS. 

18. LANDSCAPER SHALL REMOVE ALL TRASH AND DEBRIS FROM THE SITE DAILY. THE PREMISES SHALL BE 

KEPT NEAT AND ORDERLY AT ALL TMES WHILE WORK IS IN PROGRESS. 

19. THE LANDSCAPE CONTRACTOR SHALL LAY OUT HIS WORK ACCORDING TO THE PLANS ANS

SPECIFICATIONS AND WILL BE RESPONSIBLE FOR ALL MEASUREMENTS EXERCISING SPECIAL CARE IN

LAYING OUT WORK TO KEEP WITHIN PROPERTY LINES AND RECOGNIZING EASEMENTS AND UTILITIES. THE

LANDSCAPE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ANY ERRORS. CONTRACTOR TO NOTIFY

LANDSCAPE ARCHITECT OF ANY DISCREPANCIES IN LAYOUT. 

20. METHODS OF PROTECTION SHALL BE MAINTAINED AT ALL TIMES, AS REQUIRED TO INSURE ALL PERSONS

AND PROPERTY AGAINST INJURY, AND SHALL BE MAINTAINED UNTIL THE COMPLETION OF ALL WORK. 

21. PLANT MATERIALS ABBREVIATIONS ON THE PLANT LIST: FG (FIELD GROWN); CT (INDICATES CLEAR TRUNK

MEASUREMENT FROM THE TOP OF BALL TO FIRST BRANCHING OR BASE OF THE LOWESR FROND), GAL 

(GALLON CAN), 3 GAL (3 GALLON CAN); OA (INDICATES OVERALL HEIGHT FROM TOP OF BALL TO MID

POINT OF CURRENT SEASON’S GROWTH); SPR (INDICATES SPREAD), HVY (INDICATED HEAVY), MIN

(INDICATES MINIMUM). 

22. SUBSTITUTION: PLANT SUBSTITUTION REQUESTS, FOR PLANT MATERIAL NOT OBTAINABLE IN THE TYPE 

AND SIZE SPECIFIED SHALL BE MADE PRIOR TO SUBMISSION OF BIDS. ALL SUBSTITUTION REQUESTS SHALL

BE DIRECTED TO THE LANDSCAPE ARCHITECT AND THE GOVERNING MUNICIPALITY FOR CONSIDERATION

AND APPROVAL IT IS THE LANDSCAPE CONTRACTORS OBLIGATION TO KNOW WHERE THEY CAN OBTAIN

ALL MATERIAL AT THE TIME OF BIDDING AND AT THE TIME A CONTRACT IS EXECUTED. 

23. THE CONTRACTOR’S GUARANTEE SHALL NOT APPLY IN THE EVENT OF FIRE, FLOOD, HURRICANE,

WINDSTORM, OR OTHER ACTS OF NATURE OR DAMAGES TO LANDSCAPING IN PROGRESS CAUSED BY ANY

PERSONS OTHER THAN THOSE PERSONS UNDER THE DOMINION AND CONTROL OF THE CONTRACTOR. 

24. ALL TREES, PALMS AND OTHER PLANTS SHALL BE PLANTED WITH THE TOP OF THEIR ROOTBALLS 10%

ABOVE FINAL GRADE SURROUNDING THE PLANTING AREA.  ALL WIRE BASKETS, BURLAP, STRING AND

ROPE MUST BE REMOVED.  ALL PLANTING PITS SHALL BE A MIN. OF 2X THE ROOTBALL SIZE. 

25. DELIVERY RECEIPTS FOR TOP SOIL, PLANTING SOIL  & MULCH SHALL BE SUPPLIED TO THE INSPECTOR OR 

LANDSCAPE ARCHITECT UPON REQUEST 

26. COMMERCIAL FERTILIZER: COMMERCIAL FERTILIZER SHALL BE AN ORGANIC FERTILIZER CONTAINING

NITROGEN, PHOSPHORIC ACID, MINOR TRACE ELEMENTS AND  POTASH IN EQUAL PERCENTAGES OF 

AVAILABLE PLANT FOOD WEIGHT OR “MILORGANITE” NITROGEN SHALL BE NOT LESS THAN 100% FROM 

ORGANIC SOURCE. FERTILIZER SHALL BE DELIVERED TO THE SITE UNOPENED IN ORIGINAL CONTAINERS,

EACH BEARING THE MANUFACTURE’S GUARANTEED ANALYSIS.  INITIAL FERTILIZATION OF TREES 

SHRUBS, GROUND COVERS, SHALL BE WITH “MILORGANITE” OR AN APPROVED COMPLETE FERTILIZER. 

APPLY “MILORGANITE” IN A CIRCLE AROUND THE PLANT BEFORE MULCHING DO NOT TOUCH THE PLANT 

WITH THE FERTILIZER. WATER IN FERTILIZER AFTER MULCHING. APPLY “MILORGANITE” FERTILIZER AT 

THE FOLLOWING AT THE RATE: 

5 LBS OR 14.5 CUPS / PALMS  

3 LBS OR 8.70 CUPS /12’-16’ MATERIAL 

2 LBS OR 5.80 CUPS / 8’ -12’ MATERIAL  

0.69 LBS OR 2.00 CUPS / 6’-8’ MATERIAL  

0.19 LBS OR ½ CUP /3 GAL.MATERIAL 

0.10 LBS OR ¼ CUP/ 1 GAL. MATERIAL 

FERTILIZERS SHALL BE SLOW TIME RELEASE, UNIFORM IN COMPOSITION DRY, AND FREE FLOWING AND 

SHALL MEET THE FOLLOWING REQUIREMENTS:  

SIX (6) PERCENT NITROGEN, SIX (6) PERCENT PHOSPHOROUS, AND SIX (6) PERCENT 

POTASSIUM. FERTILIZER SHALL BE APPLIED TO ALL SHRUBS (1/3 LB PER 3 GAL. CONTAINER, ¼ LB PER 1 

GAL. CONTAINER) AND GROUNDCOVER THE SOD STARTER FERTILIZER MIXTURE SHALL BE A 5-10-10 AT A 

RATE OF 20 LBS. PER 1000 S.F. A 14-14-14 FERTILIZER IS REQUIRED ON ALL TREES AND SHRUBS OVER 5’ IN 

HEIGHT (1/2 LB. PER 5’ OF SPREAD). AGRIFORM TABLETS WITH TWENTY (20) PERCENT NITROGEN, TEN (10) 

PERCENT PHOSPHOROUS, FIVE (5) PERCENT POTASSIUM IN 21 GRAM SIZES & SHALL BE APPLIED AT THE 

FOLLOWING RATE: 1 PER GAL. PLANT 2 PER 3 GAL. PLANTS AND 2 TABLES PER 1” OF TREE TRUNK CALIPER 

APPLY PALM SPECIAL FERTILIZER AS PER MANUFACTURES RECOMMENDATION. 

27. SUPER ABSORBENT POLYMER: “TERRA SORB” OR APPROVED EQUAL AS PACKAGED IN 3 OZ.  HANDY PAC 

COMPOSED OF SYNTHETIC ACRLAMIDE COLOLYMER, POTASSIUM, AND ACRYLATE. PARTICLE SIZE OF 1.0

MM TO 3.0 MM AND ABSORPTION RATE OF 300 TIMES IT’S WEIGHT IN WATER. APPLY DRY USING THE 

FOLLOWING AMOUNT: 

1 PAC PER TREE – 36” BALL SIZE 

2 PAC PER TREE –OVER 36” BALL SIZE 

1 PAC PER 20 GAL. CONTAINER 

0.5 PACS PER 7-10 GAL. CONTAINER

0.25 PACS PER 3 GAL. CONTAINER 

 0.12 PACS PER 1GAL. CONTAINER 

28. LANDSCAPE CONTRACTOR WILL BE RESPONSIBLE FOR HAVING UTILITIES LOCATED. CARE SHALL BE

TAKEN NOT TO DISTURB ANY UNDERGROUND CONSTRUCTION AND UTILITIES. ANY DAMAGE TO THESE 

FACILITIES DURING THE PLANTING OPERATIONS WILL BE REPAIRED AT THE EXPENSE OF THE LANDSCAPE 

CONTRACTOR IN A MANNER APPROVED BY THE OWNER. 

29. PLANTING SOIL: PLANTING SHALL BE COMPOSED OF 50% SAND AND 50% MUCK. ANY VARIATIONS IN THIS 

COMPOSITION SHALL BE APPROVED BY THE OWNER PRIOR TO USE. PLANTING SOIL SHALL BE FREE OF 

STONE. PLANTS, ROOTS AND OTHER FOREIGN MATERIALS WHICH MIGHT BE HINDRANCE TO PLANTING

OPERATIONS OR BE DETRIMENTAL TO GOOD PLANT GROWTH. SOIL SHALL BE DELIVERED IN A LOOSE 

FRIABLE CONDITION AND APPLIED IN ACCORDANCE WITH THE PLANTING SPECIFICATION

30. WATER FOR PLANTING WILL BE AVAILABLE AT THE SITE AND WILL BE PROVIDED BY THE OWNER 

31. PRUNING: REMOVE DEAD AND BROKEN BRANCHES FROM ALL PLANT MATERIAL PRUNE TO RETAIN

TYPICAL GROWTH HABIT OF INDIVIDUAL SPECIES, RETAINING AS MUCH HEIGHT AND SPREAD AS 

POSSIBLE. MAKE ALL PRUNING CUTS WITH A SHARP INSTRUMENT, FLUSH WITH THE TRUNK OR ADJACENT

BRANCH, IN SUCH A MANNER AS TO ENSURE ELIMINATION OF STUBS. “HEADBACK” CUTS, RIGHT ANGLE TO

LINE OF GROWTH WILL NOT BE PERMITTED AND TREES WILL NOT BE POLED, TOPPED, OR HATRACKED. 

32. SITE PREPARATION: IT SHALL BE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR TO FINISH (FINE) 

GRADE ALL LANDSCAPE AREAS TO BE SODDED (PRIOR TO APPLICATION OF SOD) ELIMINATING ALL BUMPS,

DEPRESSIONS, STICKES, STONES AND OTHER DEBRIS TO THE SATISFACTION OF THE OWNER 

33. MAINTENANCE: MAINTENACE SHALL BEGIN IMMEDIATELY AFTER EACH PLANT IS PLANTED AND SHALL 

CONTINUE UNTIL ALL PLANTING HAS PASSED FINAL INSPECTION AND ACCEPTANCE. MAINTENANCE

SHALL INCLUDE WATERING, WEEDING, CULTIVATING, REMOVAL OF DEAD MATERIALS, RESETTING

PLANTS TO PROPER GRADES OR UPRIGHT POSITION AND RESTORATION OF THE PLANTING SAUCER AND

ANY OTHER NECESSARY OPERATION. PROPER PROTECTION TO LAWN AREAS SHALL BE PROVIDED AND

ANY DAMAGE RESULTING FROM PLANTING OPERATIONS. SHALL BE REPAIRED PROMPTLY.  ALL

TREE/PALM TRIMMING SHALL BE DONE IN ACCORDANCE WITH ANSI-300 STANDARDS.  ALL OWNERS OF 

THE LAND OR THEIR AGENTS SHALL BE RESPONSIBLE FOR THE MAINTENANCE OF THE LANDSCAPING

34. (NOTE: SABAL PALMETTO/CABBAGE PALM SPECIES TIE BRANCHES TOGETHER WITH BIO-DEGRADABLE

TWINE TO TIGHT BUNDLE AROUND BUD FOR PROTECTION. 

35. MULCH. MULCH MAY BE USED WITHIN PLANTING BEDS IN CONJUNTION WITH GROUND COVER. MULCH

SHALL BE RENEWED AND MAINTAINED AS REQUIRED TO MAINTAIN A THREE- INCH DEPTH AT THE TIME OF 

FINAL INSPECTION. MULCH AROUND TREE ROOT BALLS NOT PLANTED IN PLANTING AREA SHALL BE 

THREE INCHES DEEP AT THE PERIMETER OF THE ROOT BALL. SEE FIGURES 1 AND 2 AT THE END OF THE 

CHAPTER. 

36. GRASS. AREAS WITHIN THE LANDSCAPE EASEMENT NOT USED FOR TREES, SHRUBS, GROUND COVER, 

MULCH, OR OTHER LANDSCAPE ELEMENTS SHALL BE PLANTED WITH SOLID SOD OF ST. AUGUSTINE 

FLORATAM OR PLAMETTO AND SHALL BE IRRIGATED.  SOD SHALL BE WEED/PEST FREE,LAID SMOOTH

WITH TIGHT JOINTS AND CUT TO CONFORM TO CURBS AND PLANTERS. 

37. WHERE THE LANDSCAPE EASEMENT ABUTS ON SITE VEHICULAR USE AREAS SUCH AS TRAFFIC LANES, THE 

LANDSCAPE EASEMENT SHALL BE SEPARATED FROM THE TRAFFIC LANES BY CONTINUOS CONCRETE 

CURBING WITH AN 18-INCH DEPTH BELOW GRADE. EXTRUDED CURBING INSTALLED ON TOP OF THE 

PAVING IS PROHIBITED. 

38. EXCAVATION REQUIREMENT: 

REQUIRED: ISLANDS SHALL BE EXCAVATED TO 36 INCHES, AND FILLED WITH CLEAN FILL AND PLANTING 

SOIL AT LEAST TO THE TOP OF THE CURB. MANIPULATION OF THE GRADE BEHIND THE CURBING TO 

CREATE SMALL SCALE MOUNDING IS ENCOURAGED. 

39. A LANDSCAPE PERMIT IS REQUIRED FOR ALL LANDSCAPE INSTALLATIONS INCLUDING NEW SINGLE 

FAMILY HOMES THAT ARE NOT PART OF A PLANNED COMMUNITY. NO TREES OR OTHER PLANT MATERIAL 

MAY BE PLANTED IN PUBLIC RIGHTS-OF-WAY (SWALE AREAS) WITHOUT PERMIT FROM THE CITY. NO 

SHRUB SPECIES WITH A MATURE HEIGHT THAT WILL BLOCK THE CLEAR SIGHT ZONE FROM 30 INCHES IN

HEIGHT TO SIX FEET IN EIGHT WILL BE APPROVED IN SWALE AREAS. 

40. TOPSOIL SHALL BE CLEAN AND FREE OF CONSTRUTION DEBRIS, WEEDS, ROCKS, NOXIOUS PESTS AND 

DISEASES, AND EXHIBITT A PH OF 6.5 TO 7.0. THE TOPSOIL FOR PLANTING AREAS SHALL BE AMENDED WITH

HORTICULTURALLY ACCEPTABLE ORGANIC ATERIAL. ALL SOIL USED SHALL BE SUITABLE FOR THE 

INTENDED PLANT MATERIAL. THE SOURCE OF THE TOPSOIL SHALL BE KNOWN TO THE APPLICANT AND 

SHALL BE ACCEPTABLE TO THE CITY 

• MINIMUM SOIL DEPTH: 

REQUIRED: THE MINIMUM PLANTING SOIL DEPTH SHALL BE SIX INCHES FOR GROUND COVERS, 

FLOWERS, SHRUBS AND HEDGES. 

• ROOTBALL SOIL: 

REQUIRED: TREES SHALL RECEIVE 12 INCHES OF PLANTING SOIL AROUND THE ROOT BALL. 

• NATIVE SOIL: 

REQUIRED: NATIVE TOPSOIL ON THE SITE SHALL BE RETAINED ON-SITE AND USED WHEN THERE IS

SUFFICIENT QUANTITY TO COVER AT LEAST SOME OF THE ON-SITE LANDSCAPED AREAS. 

• ARID PLAMS: 

REQUIRED: CLEAN SAND SHALL BE USED TO BACKFILL ARID CLIMATE PALMS. 

41. USE OF ORGANIC MULCHES: 

A TREE-INCH MINIMUM THICKNESS OF APPROVED ORGANIC ARSENIC FREE MULCH MATERIAL AT THE 

TIME OF FINAL INSPECTION, SHALL BE INSTALLED IN ALL LANDSCAPE AREAS NOT COVERED BY BUILDING,

PAVEMENT, SOD, DECORATIVE STONES, PRESERVED AREAS AND ANNUAL FLOWER BEDS. EACH TREE 

SHALL HAVE A RING OF ORGANIC MULCH AT THE PERIMETER OF THE ROOT BALL. 

42. ALL SHADE TREES INSTALLED WITHIN SIX FEET OF PUBLIC INFRASTRUCTURE SHALL UTILIZE A ROOT 

 BARRIER SYSTEM AS APPROVED BY THE CITY. 

43. THE ERADICATION OF NUISANCE VEGETATION (EXOTICS) EXISTING ON SITE REQUIRED ON ALL SITES. 

INCLUDING ABUTTING RIGHTS-OF WAY, PRIOR TO THE ISSUANCE OF CERTIFICATE OF OCCUPANCY 

PRIVATELY OWNED NATURAL AREAS SHALL BE INCLUDED IN THIS REQUIREMENT. FICUS BENJAMINA AND

FICUS NITIDA MAY BE USED FOR HEDGE MATERIAL WITH A FIVE-FOOT SEPARATION FROM WATER LINES. 

FICUS HEDGES MAY NOT BE PLANTED IN UTILITY EASEMENTS 

44. HEDGES: WHERE REQUIRED SHALL BE PLANTED SO AS TO BE TIP TO TIP WITHIN SIX MONTH S OF PLANTING

AND MAINTAINED SO AS TO FORM A CONTINUOS VISUAL SCREEN. SHRUBS USED AS HEDGES SHALL BE 

FLORIDA DEPARTMENT OF AGRICULTURE GRADE No 1 OR BETTER WITH A MINIMUM HEIGHT OF 24 INCHES 

AND MINIMUM SPREAD OF 24 INCHES, WHEN MEASURED IMMEDIATELY AFTER PLANTING AND SHALL BE 

MINIMUM OF THREE FEET IN HEIGHT WITHIN TWO YEARS FROM THE DATE OF PLATING. HEDGES SHALL BE 

PLANTED WITH BRANCHES TOUCHING, WITHIN SIX MONTHS OF PLANTING SO AS TO CREATE A SOLID

SCREEN WITH NO VISUAL SPACES BETWEEN PLANTS AT THIS TIME, PLANTS SPACING MAY BE ADJUSTED

ACCORDING TO PLAT SIZES SO LONG A THE PRECEDING IS ACHIEVED 

45. ALL ABOVE GROUND ELEMENTS INCLUDING BUT NOT LIMITED TO DUMPSTERS, FENCES, WALLS, A/C

UNITS, IRRIGATION PUMPS, TRANSFORMERS AND GENERATORS SHALL BE SCREENED WITH LANDSCAPE 

MATERIAL TO THE HEIGHT OF THE ELEMENT. 

46. AN AUTOMATIC IRRIGATION SYSTEM SHALL BE INSTALLED TO PROVIDE RUST FREE 100% COVERAGE &

100% OVERLAP.  CONTRACTOR SHALL ENSURE THERE IS NO OVERSPRAY ONTO IMPERVIOUS AREAS. 

AT TIME OF PLANTING

FINISHED GRADE

(IF CONTAINERIZED REMOVE ENTIRE CONTAINER)
TOP OF ROOT BALL SHALL BE LEVEL WITH 
FINISHED GRADE

EXISTING SUBSOIL

BACKFILL MIXTURE.  PLANTING HOLE SHALL BE A 
MIN. OF 2X THE SIZE OF THE ROOT BALL

FERTILIZER TABLETS

4" TEMPORARY WATERING BASIN

REMOVE BURLAP AT TOP 1/3 OF PLANT BALL.

SHRUB PLANTING DETAIL
NOT TO SCALE

3" MULCH RING. MULCH SHALL BE 
KEPT 2" FROM BASE OF PLANT

PER PLAN.
O.C. SPACING AS

BACKFILL MIXTURE.  PLANTING HOLE SHALL BE
A MIN.OF 2X THE SIZE OF THE ROOT BALL.

EDGE OF ROOT MASS WITH PREPARED

EXISTING SUBSOIL

REMOVE ENTIRE CONTAINER BEFORE PLANTING

BACKFILL BETWEEN PLANTS 6" BEYOND

6" PLANTING SOIL-(PER SPECS)

FINISHED GRADE

MIN. 3" LAYER MULCH IN ENTIRE BED.
MULCH SHALL BE KEPT 6" FROM PLANT BASE.

GROUNDCOVER/ANNUALS PLANTING DETAIL
NOT TO SCALE

3" MULCH RING. MULCH SHALL BE 
KEPT 6" FROM BASE OF PLANT

TOP OF ROOT BALL SHALL BE 10%
ABOVE FINISHED GRADE.

TRUNK FLARE OR TOP ROOT 
VISIABLE ON SURFACE

ROOT BALL SLIGHTLY 
ABOVE GRADE 10% MAXIMUM 
ROOT BALL SHALL BE CLEAR OF PLANTINGS

TOP SOIL

COMPACTED 
SUBSOIL

3 TIMES ROOT BALL DIAMETER

ROOT BALL DETAIL
NOT TO SCALE

NOTES: PLANTING DEPTH WILL BE DETERMINED 
BY THE TREE'S TRUNK FLARE OR THE TOP  
SRUFACE ROOT WILL BE VISIBLE ON THE  
SURFACE OF THE PLANTING. 
CUT BACK WIRE BASKETS BELOW THE TOP HALF  OF THE  
ROOT BALL 
FOLD BACK BURLAP COVERING MATERIALS BELOW THE  
TOP HALF OF THE ROOT BALL. 
COMPLLETELY REMOVE SYNTHETIC BURLAP COVERING MATERIALS 
TREE SUPPORT MATERIALS SHALL BE REMOVED FROM EACH TREE ONCE 
IT IS ETABLISHED.  THIS IS TYPICALLY DONE AFTER SIX MONTHS FOR  
SHADE TREES 
AND ONE YEAR FOR PALMS

REJECTED.  SOD SHALL BE WEED FREE
INSTALLED OVER 2" OF TOP SOIL FREE OF 
DEBRIS AND ROCK.

GREATER THAN 1/2" SHALL BE
ANOTHER. SPACES MEASURING
TIGHTLY AGAINST ONE
STRIPS SHALL BE JOINED
STAGGERED MANNER. SOD
SOD SHALL BE LAID IN A

SOD PLANTING DETAIL
NOT TO SCALE
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BOTTOM OF CANOPY

TOP OF GROUND 
COVER

SIGHT WINDOW DETAIL

24" HT. MIN.

VARIES

1/2" BELOW GRADE

GRADE

ROOT BARRIER DETAIL
N.T.S.

ROOT BARRIER

PRODUCT: DEEPROOT UB-24-2 OR EQUAL
ASSEMBLE AND INSTALL PER MANUFACTURER
SPECIFICATIONS

NOT TO SCALE

ROOT BARRIER DETAIL

FINISH GRADEFINISH GRADE

UTILITY LINE

3/4" -1 1/2" GRAVEL

BIOBARRIER FOR UTILITY LINE PROTECTION

BIOBARRIER ROOT CONTROL SYSTEM
HORT ENTERPRISES, INC.
PO BOX 2448
POMPANO BEACH, FL. 33061
1800-966-4678
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