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RESOLUTION No. 22-153 

 
A RESOLUTION OF THE MAYOR AND THE CITY COUNCIL OF 
THE CITY OF DORAL, FLORIDA, APPROVING THE SITE PLAN 
FOR FOUNDRY – TRANSAL FOR THE PROPERTY LOCATED AT 
8315 NW 27 STREET, PURSUANT TO SECTION 53-184(F) OF THE 
CITY’S LAND DEVELOPMENT CODE; AND PROVIDING FOR AN 
EFFECTIVE DATE 
 

  WHEREAS, Foundry Commercial Acquisitions, LLC (the “Applicant”) has submitted 

an application for Mayor and Council site plan review and approval for the property 

located at 8315 NW 27 Street, Doral, Florida, further identified by folio numbers 35-3027-

046-0030 and 35-3027-046-0040, as legally described in “Exhibit A”; and  

WHEREAS, a zoning workshop was held on May 4, 2022, at which meeting the 

public was afforded an opportunity to examine the project and provide feedback; and  

 WHEREAS, the City of Doral staff finds that the proposed site plan complies with 

the requirements and standards of the City’s Land Development Code; and 

 WHEREAS, after notice of public hearing duly published and notifications of all 

property owners of record within 500-foot radius, a public hearing was held before the Mayor 

and City Council of the City of Doral on August 24, 2022, at which hearing all interested 

persons were afforded the opportunity to be heard; and  

 WHEREAS, the Mayor and City Council of the City of Doral find the adoption of 

this Resolution is in the best interest of the health, safety and welfare of the residents of 

the City of Doral.   

 NOW, THEREFORE, BE IT RESOLVED BY THE MAYOR AND THE CITY 

COUNCIL OF THE CITY OF DORAL, FLORIDA, AS FOLLOWS:  

Section 1. Recitals. The foregoing recitals are confirmed, adopted, and 

incorporated herein and made as part hereof by this reference.  
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Section 2. Approval. The Mayor and City Council hereby approve the site plan 

for Foundry-Transal for the property located at 8315 NW 27 Street, Doral, Florida, further 

identified by folio numbers 35-3027-046-0030 and 35-3027-046-0040, as legally 

described in “Exhibit A.” The site plan consists of a 117,790 square-foot warehouse 

building, including 7,500 square feet of office space. A copy of the site plan is provided in 

“Exhibit B.” The approval of the site plan is subject to the following conditions. Violation 

of these conditions may result in a code compliance citation or the revocation of this 

Resolution.   

1. The proposed project shall be built in substantial compliance with the plans 
entitled “Transal Site Foundry,” prepared by RLC Architects, P.A., dated 
stamped received May 24, 2022, and amended sheets C-300 & A1.00 dated 
stamped received August 11, 2022. 
 

2. The project shall be landscaped in accordance with the landscape plan, 
prepared by Witkin Hults + Partners, dated stamped received May 24, 2022 
as amended, and included with the site plan submittal.  

 
3. That the Applicant comply with Ordinance No. 2015-09 “Public Arts 

Program,” as amended, at the time of building permit. No final approval, 
such as a final inspection or a certificate of occupancy, for the project shall 
be issued unless one or more of the following has been achieved:  

I. The approved art has been installed in a manner that is [in] 
compliance with the requirements set forth in this ordinance and 
the public arts program guidelines; or  

II. All in-lieu art fees have been paid; or  
III. Financial security (including but not limited to a performance bond, 

letter of credit, or similar instrument) in an amount equal to the 
acquisition and installation costs of an approved art selection, has 
been provided to the City in a form approved by the City Attorney 
and the City Manager, or his/her designee and placed into escrow 
account; or  

IV. Donation of art which have been approved by the board are 
delivered by the applicant to the City, and are accepted by the City 
in accordance with this ordinance. 

For purposes of the art program, "artwork" does not include the following: 
a. Directional elements, such as signage or graphics. 
b. Objects that are mass produced in standard designs. 
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c. Landscape gardening, unless substantially comprising durable 

elements defined as “Art Work” under Sec. 75-101. 
 

4. That the Applicant comply with Chapter 63, “Green Building Incentives,” of 
the City’s Land Development Code at the time of building permit.  
 

5. That the Applicant comply with the City’s Floodplain Management 
regulations (Chapter 23, Article II, Floodplain Management) of the Land 
Development Code.  

 
6. That the Applicant provide the City a certified drainage inspection report 

prior to the issuance of a certificate of occupancy. 
 
7. That the property owner maintain the public rights-of-way adjacent to the 

property. Maintenance includes trees, plants, sod, and sidewalks within the 
rights-of-way. 

 
8. A Stormwater Pollution Prevention Plan (SWPPP) must be submitted by the 

Applicant at time of building permit. The Plan should provide guidelines for 
implementing an erosion and sedimentation control program before the site 
is cleared or graded, including areas where topsoil will be removed and 
contours of slopes will be cleared.  The Plan shall also include location and 
type of erosion control measures, storm water and sediment management 
systems, and a vegetative plan for temporary and permanent stabilization. 
The Plan shall remain on-site for the duration of the construction activity.   

 
9. If more than one (1) acre of land is disturbed during construction the 

Contractor/Developer is responsible to obtain NPDES Stormwater permit 
coverage through the Florida Department of Environmental Protection 
(FDEP), Construction Generic Permit (CGP). If the project is less than one 
(1) acre, but part of a larger common plan of development or sale that will 
ultimately disturb one or more acres, permit coverage is also required.  

 
Instruction to request and obtain a CGP can be found at: 
http://www.dep.state.fl.us/water/stormwater/npdes/docs/cgp.pdf. 
Contractor/Developer should submit the Notice of Intent (NOI) with the 
appropriate processing fees to the NPDES Stormwater Notices Center.  
Contractor/Developer must apply for permit coverage at least two (2) days 
before construction begins.  

 
10. Construction shall be permitted only during the hours set forth in Ordinance 

No. 2011-01 “Noise Ordinance.” 
 
11. That the Applicant comply with all applicable conditions and requirements 

of the Miami-Dade County Department of Regulatory and Economic 
Resources. 
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12. That the Applicant comply with all applicable conditions and requirements 

of the Miami-Dade County Fire Rescue Department.  
 
13. All applicable local, state and federal permits must be obtained before 

commencement of the development. 
 
14. Issuance of this development permit by the City of Doral does not in any 

way create any right on the part of an Applicant to obtain a permit from a 
state or federal agency and does not create any liability on the part of the 
City of Doral for issuance of the permit if the applicant fails to obtain requisite 
approvals or fulfill the obligations imposed by a state or federal agency or 
undertakes actions that result in a violation of state or federal law. 

 
 

Section 3. Effective Date. This Resolution shall become effective immediately 

upon its adoption.  

 

 

 

 

 

 

 

 

 

 

 

 

 





 
 
 
 

EXHIBIT “A” 



Legal Description: 

Tract C and Tract D, "Transal Corporate Park", according to the map or plat thereof, as recorded 

in Plat Book 147, Page 68, of the Public Records of Miami-Dade County, Florida. 

EXHIBIT A



 
 
 
 

EXHIBIT “B” 



C

L

C

L

C

L

C

L

C

L

C

L

N

W

 

8

4

t

h

 

A

V

E

N

W

 

2

7

t

h

 

S

T

R
L
C
 A

 r 
c 

h 
i t

 e
 c

 t 
s

1
4

 
S

E
 
4

t
h

 
S

t
r
e

e
t
,
 
 
B

o
c
a

 
R

a
t
o

n
,
 
F

L
 
3

3
4

3
2

T
e

l
 
5

6
1

 
3

9
3

 
6

5
5

5
 
 
F

a
x
 
5

6
1

 
3

9
5

 
0

0
0

7

W
e

b
 
w

w
w

.
r
l
c
a

r
c
h

i
t
e

c
t
s
.
c
o

m

1

1

1

1

1

2

2

AutoCAD SHX Text
BUILDING 117,790 S.F. TOTAL OFFICE ±7,500 S.F.

AutoCAD SHX Text
110 PARKING SPACES 0.93 SP./1,000 Sq. Ft. SP./1,000 Sq. Ft.

AutoCAD SHX Text
12

AutoCAD SHX Text
11

AutoCAD SHX Text
10

AutoCAD SHX Text
9

AutoCAD SHX Text
8

AutoCAD SHX Text
7

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
FOLIO #35-3027-046-0050 O.R.B. 27533, PAGE 3307 OWNER: SPG TRANSAL PARK LLC

AutoCAD SHX Text
FOLIO #35-3027-046-0050 O.R.B. 27533, PAGE 3307 OWNER: SPG TRANSAL PARK LLC

AutoCAD SHX Text
DEMISING WALL (TYP.)

AutoCAD SHX Text
POTENTIAL TENANT

AutoCAD SHX Text
DEMISING WALL (TYP.)

AutoCAD SHX Text
POTENTIAL TENANT

AutoCAD SHX Text
TYPICAL OFFICE  SPACE ± 2,500 SF

AutoCAD SHX Text
TYPICAL 

AutoCAD SHX Text
TYPICAL 

AutoCAD SHX Text
TYPICAL OFFICE  SPACE ± 2,500 SF

AutoCAD SHX Text
TYPICAL OFFICE  SPACE ± 2,500 SF

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
1

AutoCAD SHX Text
A1.00

AutoCAD SHX Text
BUILDING FLOOR PLAN

AutoCAD SHX Text
1"=30'

AutoCAD SHX Text
TRANSAL SITE

AutoCAD SHX Text
FOUNDRY

AutoCAD SHX Text
PROPERTY AT CORNER OF

AutoCAD SHX Text
NW 84TH AVE AND NW 27TH STREET

AutoCAD SHX Text
DORAL, FLORIDA

AutoCAD SHX Text
21173.00

AutoCAD SHX Text
10.26.2021

AutoCAD SHX Text
01.21.2022

AutoCAD SHX Text
BWR

AutoCAD SHX Text
XXX

AutoCAD SHX Text
XXX

AutoCAD SHX Text
BWR

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
K

AutoCAD SHX Text
J

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
Project Director:

AutoCAD SHX Text
Checked by:

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
Principal:

AutoCAD SHX Text
Sheet No.

AutoCAD SHX Text
Drafted by:

AutoCAD SHX Text
Date

AutoCAD SHX Text
Project No.

AutoCAD SHX Text
Scale

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
15

AutoCAD SHX Text
Project Manager:

AutoCAD SHX Text
16

AutoCAD SHX Text
THE DRAWINGS AND ALL THE IDEAS, ARRANGEMENTS, DESIGNS AND PLANS INDICATED THEREON OR REPRESENTED THEREBY ARE OWNED BY AND REMAIN THE PROPERTY OF RLC ARCHITECTS, P.A. AND NO PART THEREOF SHALL BE UTILIZED BY ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER EXCEPT WITH THE SPECIFIC WRITTEN PERMISSION OF RLC ARCHITECTS, P.A.

AutoCAD SHX Text
COPYRIGHT RLC ARCHITECTS, P.A. STATE of FLORIDA REGISTERED ARCHITECTS No. AA26001060

AutoCAD SHX Text
JIG

AutoCAD SHX Text
TRUE NORTH

AutoCAD SHX Text
GENERAL NOTES

AutoCAD SHX Text
1.

AutoCAD SHX Text
ALL CONCRETE WALLS TO TREATED WITH TEXCOTE MEDIUM TEXTURE.

AutoCAD SHX Text
2.

AutoCAD SHX Text
ALL STOREFRONT TO BE CLEAR ANODIZED AND GLAZED PER MIAMI-DADE REQUIRED HURRICANE RESISTANCE WITHOUT THE WITHOUT THE  THE USE OF SHUTTERS.

AutoCAD SHX Text
3.

AutoCAD SHX Text
ALL FUTURE TENANT SIGNAGE TO BE PERMITTED SEPARATELY.

AutoCAD SHX Text
4.

AutoCAD SHX Text
6" TALL WHITE ADDRESS NUMBERS ARE TO BE PLACED OVER EVERY TENANT ENTRANCE PER FLORIDA FIRE PREVENTION CODE. 

AutoCAD SHX Text
A1.00

AutoCAD SHX Text
1" = 30'-0"

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
FLOOR PLAN

AutoCAD SHX Text
04/04/2022 A.S.P.R. 1ST REVIEW

AutoCAD SHX Text
05/18/2022 A.S.P.R. 2ND REVIEW

puglias
Revised



City of Doral
Received 5-24-2022



R
L
C

 A
 r c

 h 
i t e

 c 
t s

1
4

 
S

E
 
4

t
h

 
S

t
r
e

e
t
,
 
 
B

o
c
a

 
R

a
t
o

n
,
 
F

L
 
3

3
4

3
2

T
e

l
 
5

6
1

 
3

9
3

 
6

5
5

5
 
 
F

a
x
 
5

6
1

 
3

9
5

 
0

0
0

7

W
e

b
 
w

w
w

.
r
l
c
a

r
c
h

i
t
e

c
t
s
.
c
o

m

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
2

AutoCAD SHX Text
A3.20

AutoCAD SHX Text
RENDERING CENTER ENTRANCE 

AutoCAD SHX Text
N.T.S

AutoCAD SHX Text
TRANSAL SITE

AutoCAD SHX Text
FOUNDRY

AutoCAD SHX Text
PROPERTY AT CORNER OF

AutoCAD SHX Text
NW 84TH AVE AND NW 27TH STREET

AutoCAD SHX Text
DORAL, FLORIDA

AutoCAD SHX Text
21173.00

AutoCAD SHX Text
10.26.2021

AutoCAD SHX Text
01.21.2022

AutoCAD SHX Text
BWR

AutoCAD SHX Text
XXX

AutoCAD SHX Text
XXX

AutoCAD SHX Text
BWR

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
K

AutoCAD SHX Text
J

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
Project Director:

AutoCAD SHX Text
Checked by:

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
Principal:

AutoCAD SHX Text
Sheet No.

AutoCAD SHX Text
Drafted by:

AutoCAD SHX Text
Date

AutoCAD SHX Text
Project No.

AutoCAD SHX Text
Scale

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
CONSULTANT

AutoCAD SHX Text
INFO/LOGO

AutoCAD SHX Text
15

AutoCAD SHX Text
Project Manager:

AutoCAD SHX Text
16

AutoCAD SHX Text
THE DRAWINGS AND ALL THE IDEAS, ARRANGEMENTS, DESIGNS AND PLANS INDICATED THEREON OR REPRESENTED THEREBY ARE OWNED BY AND REMAIN THE PROPERTY OF RLC ARCHITECTS, P.A. AND NO PART THEREOF SHALL BE UTILIZED BY ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER EXCEPT WITH THE SPECIFIC WRITTEN PERMISSION OF RLC ARCHITECTS, P.A.

AutoCAD SHX Text
COPYRIGHT RLC ARCHITECTS, P.A. STATE of FLORIDA REGISTERED ARCHITECTS No. AA26001060

AutoCAD SHX Text
JIG

AutoCAD SHX Text
TRUE NORTH

AutoCAD SHX Text
A3.20

AutoCAD SHX Text
N.T.S

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
RENDERINGS

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
1

AutoCAD SHX Text
A3.20

AutoCAD SHX Text
RENDERING CORNER ENTRANCE 

AutoCAD SHX Text
N.T.S

AutoCAD SHX Text
*NOTE: LANDSCAPING SHOWN IN 

AutoCAD SHX Text
RENDERING IS FOR PRESENTATION 

AutoCAD SHX Text
PURPOSES ONLY, AND MAY NOT 

AutoCAD SHX Text
REFLECT ACTUAL LANDSCAPE PLAN*

AutoCAD SHX Text
*NOTE: PLEASE SEE SHEET 

AutoCAD SHX Text
A3.00, FOR ACCURATE 

AutoCAD SHX Text
ELEVATION INFORMATION AND 

AutoCAD SHX Text
DESIGN*

AutoCAD SHX Text
KEYED NOTES

AutoCAD SHX Text
TILT-UP CONC. WALL, PAINTED W/ TEX-COTE FINISH (WHERE APPLICABLE - SEE GENERAL NOTES)  

AutoCAD SHX Text
PANEL JOINT (TYP.)

AutoCAD SHX Text
3/4" PANEL REVEAL (TYP.)

AutoCAD SHX Text
TINTED GLASS IN IMPACT RESISTANT ALUM. STOREFRONT

AutoCAD SHX Text
COMPOSITE METAL CLAD CANOPY

AutoCAD SHX Text
GALVANIZED STEEL LADDER AND CAGE.

AutoCAD SHX Text
GALVANIZED METAL GUTTER AND DOWN SPOUT - PAINT TO MATCH ADJACENT WALL.

AutoCAD SHX Text
PRE-ENGINEERED METAL CANOPY.   

AutoCAD SHX Text
RUBBER DOCK BUMPER (TYP.) 

AutoCAD SHX Text
GALVANIZED STEEL OVERHEAD DOOR

AutoCAD SHX Text
COMBINATION SCUPPER/DOWNSPOUT 

AutoCAD SHX Text
EMERGENCY OVERFLOW SCUPPER

AutoCAD SHX Text
PROTECTIVE BOLLARD

AutoCAD SHX Text
METAL VENTILATION LOUVERS

AutoCAD SHX Text
POURED IN PLACE CONCRETE STAIR W/ LIGHT BROOM FINISH

AutoCAD SHX Text
SHOP-PRIMED HOLLOW METAL MAN DOOR

AutoCAD SHX Text
ELEVATION NOTES

AutoCAD SHX Text
1.

AutoCAD SHX Text
ELEVATION TARGET SYMBOLS ARE TO TOP OF SLAB,  AND OTHER ELEMENTS AS INDICATED. 

AutoCAD SHX Text
2.

AutoCAD SHX Text
PROVIDE MEDIUM TEXTURED ACRYLIC COATING WITH INTEGRAL BASE BUILDING COLOR.

AutoCAD SHX Text
3.

AutoCAD SHX Text
ACCENT COLORS AND DOCK AREA WALLS TO BE PRIMED AND HAVE TWO (2) COATS OF COMMERCIAL QUALITY GRADE LATEX PAINT. WHERE DARK COLORS ARE USED, PROVIDE SATIN FINISH LATEX.

AutoCAD SHX Text
4.

AutoCAD SHX Text
MISCELLANEOUS METALS INCLUDING EXTERIOR EXPOSED METALS (ie. HANDRAILS, LADDERS, BOLLARDS) TO HAVE ONE (1) COAT OF PRIMER AND TWO (2) COATS OF COMMERCIAL QUALITY GRADE ENAMEL PAINT.

AutoCAD SHX Text
5.

AutoCAD SHX Text
CONTRACTOR TO PROVIDE SAMPLES OF COLORS ON ACTUAL BUILDING FOR OWNER'S FINAL REVIEW.

AutoCAD SHX Text
6.

AutoCAD SHX Text
RETURN ALL REVEALS AT PANEL OVERLAPS (TYPICAL).

AutoCAD SHX Text
7.

AutoCAD SHX Text
PAINT ALL INTERIOR COLUMNS (SQUARE & "H") WITH TWO COATS DTM SAFETY YELLOW TO 10' A.F.F.

AutoCAD SHX Text
8.

AutoCAD SHX Text
ALL "LIFTING POINTS" COVERS AT INSIDE FACE OF TILT WALL TO BE THE SAME COLOR AS WALL 

AutoCAD SHX Text
PAINT LEGEND

AutoCAD SHX Text
PT-1 SHERWIN WILLIAMS  ARGOS SWATCH #SW 7065

AutoCAD SHX Text
PT-2 SHERWIN WILLIAMS  SENSUOUS GRAY SWATCH #SW 7081

AutoCAD SHX Text
001

AutoCAD SHX Text
002

AutoCAD SHX Text
003

AutoCAD SHX Text
004

AutoCAD SHX Text
005

AutoCAD SHX Text
006

AutoCAD SHX Text
007

AutoCAD SHX Text
008

AutoCAD SHX Text
009

AutoCAD SHX Text
010

AutoCAD SHX Text
011

AutoCAD SHX Text
012

AutoCAD SHX Text
013

AutoCAD SHX Text
014

AutoCAD SHX Text
015

AutoCAD SHX Text
016

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
04/04/2022 A.S.P.R. 1ST REVIEW



R
L
C

 A
 r c

 h 
i t e

 c 
t s

1
4

 
S

E
 
4

t
h

 
S

t
r
e

e
t
,
 
 
B

o
c
a

 
R

a
t
o

n
,
 
F

L
 
3

3
4

3
2

T
e

l
 
5

6
1

 
3

9
3

 
6

5
5

5
 
 
F

a
x
 
5

6
1

 
3

9
5

 
0

0
0

7

W
e

b
 
w

w
w

.
r
l
c
a

r
c
h

i
t
e

c
t
s
.
c
o

m

City of Doral
Received 5-24-2022

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
4

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
DUMPSTER POST DETAIL

AutoCAD SHX Text
3/4" = 1'-0"

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
3

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
DUMPSTER ENCLOSURE

AutoCAD SHX Text
3/4" = 1'-0"

AutoCAD SHX Text
BUILDING

AutoCAD SHX Text
(PAINTED) TO MATCH

AutoCAD SHX Text
GATE FRAME 

AutoCAD SHX Text
2"D. GALV. STEEL

AutoCAD SHX Text
(BEYOND)

AutoCAD SHX Text
EMBEDDED IN CONC.FTG.

AutoCAD SHX Text
GALV. METAL POST

AutoCAD SHX Text
4" CONC. SLAB

AutoCAD SHX Text
TEX-COTE FINISH

AutoCAD SHX Text
SLOPE 

AutoCAD SHX Text
TILT-UP CONCRETE

AutoCAD SHX Text
PANEL

AutoCAD SHX Text
TO MATCH BUILDING

AutoCAD SHX Text
THICK CONC. EDGE

AutoCAD SHX Text
CONC. SLAB

AutoCAD SHX Text
APRON, 6"

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
MATCH 

AutoCAD SHX Text
EXPANSION JOINT

AutoCAD SHX Text
HINGE (2 PER POST)

AutoCAD SHX Text
GALV. METAL SLEEVE

AutoCAD SHX Text
BOLT AT 12" O.C.

AutoCAD SHX Text
W/ S.S. NUT & 

AutoCAD SHX Text
METAL FACIA PANEL

AutoCAD SHX Text
(ALL FOUR SIDES)

AutoCAD SHX Text
GALV METAL TRIM 

AutoCAD SHX Text
POST (BEYOND)

AutoCAD SHX Text
4"I.D. GALV. METAL

AutoCAD SHX Text
6' HIGH GALV

AutoCAD SHX Text
THICK CONC. EDGE

AutoCAD SHX Text
CONC. SLAB

AutoCAD SHX Text
APRON, 6"

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
MATCH 

AutoCAD SHX Text
EXPANSION JOINT

AutoCAD SHX Text
HINGE (2 PER POST)

AutoCAD SHX Text
GALV. METAL SLEEVE

AutoCAD SHX Text
BOLT AT 12" O.C.

AutoCAD SHX Text
W/ S.S. NUT & 

AutoCAD SHX Text
METAL FACIA PANEL

AutoCAD SHX Text
(ALL FOUR SIDES)

AutoCAD SHX Text
GALV METAL TRIM 

AutoCAD SHX Text
POST (BEYOND)

AutoCAD SHX Text
4"I.D. GALV. METAL

AutoCAD SHX Text
6' HIGH GALV

AutoCAD SHX Text
GALVANIZED FASCIA

AutoCAD SHX Text
PANEL FRAME

AutoCAD SHX Text
2"

AutoCAD SHX Text
2.25"

AutoCAD SHX Text
6"

AutoCAD SHX Text
4"

AutoCAD SHX Text
GATE FRAME 

AutoCAD SHX Text
GALV. FASCIA

AutoCAD SHX Text
GALV. MTL. FASCIA PNL 

AutoCAD SHX Text
GALV. MTL. TRIM

AutoCAD SHX Text
GALV. STL. SLEEVE

AutoCAD SHX Text
HINGE & 4"I.D. POST 

AutoCAD SHX Text
(FILL POST W/ CONC.)

AutoCAD SHX Text
TILT-UP WALL

AutoCAD SHX Text
NOTE: GATE TO CLEAR 

AutoCAD SHX Text
CORNER OF WALL

AutoCAD SHX Text
WHEN OPEN.

AutoCAD SHX Text
%%P32 DEG.

AutoCAD SHX Text
5"

AutoCAD SHX Text
CONTROL JOINT

AutoCAD SHX Text
BOLLARD

AutoCAD SHX Text
PANEL FRAME

AutoCAD SHX Text
6"

AutoCAD SHX Text
1"

AutoCAD SHX Text
CONC. FOUNDATION

AutoCAD SHX Text
CONC. FILLED, GALV

AutoCAD SHX Text
STEEL PIPE (SCHED. 40)

AutoCAD SHX Text
PAINT YELLOW

AutoCAD SHX Text
CONCRETE SLAB

AutoCAD SHX Text
W/ CONC. DOMED TOP,

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
5

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
BOLLARD

AutoCAD SHX Text
1/2"=1'-0"

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
1

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
DUMPSTER PLAN

AutoCAD SHX Text
1/4" = 1'-0"

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
2

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
DUMPSTER ELEVATION

AutoCAD SHX Text
1/4" = 1'-0"

AutoCAD SHX Text
3

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
NOTES: 1. GATES SHALL BE OPAQUE TO PROVIDE PURPOSES OF GATES SHALL BE OPAQUE TO PROVIDE PURPOSES OF SCREENING 2. THE COLOR AND FINISH MATERIAL OF THE ENCLOSURE SHALL MATCH WITH THE PRIMARY COLOR OF THE BUILDING 3. THE HEIGHT OF THE SCREENING WALLS AND GATES SHALL BE AT LEAST SIX INCHES HIGHER THAN THE HEIGHT OF THE CONTAINER

AutoCAD SHX Text
2"X8" P.T. WOOD BUMPER @ INTERIOR WALLS. NO PAINT 

AutoCAD SHX Text
4

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
3

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
SLOPE 1/4"/1'-0"

AutoCAD SHX Text
4"x4" STAINLESS  STEEL HINGES

AutoCAD SHX Text
2

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
ALUM. PANELS

AutoCAD SHX Text
2 POSITION CANE BOLTS EA. LEAF W/ GALV. SLEEVE IN CONC. (CLOSED & OPEN POSITION)

AutoCAD SHX Text
11

AutoCAD SHX Text
EL:

AutoCAD SHX Text
T.O. FLOOR

AutoCAD SHX Text
+0'-0"

AutoCAD SHX Text
EL:

AutoCAD SHX Text
CLEAR HEIGHT

AutoCAD SHX Text
+32'-0"

AutoCAD SHX Text
EL:

AutoCAD SHX Text
T.O. FINISHED ROOF (H.P.)

AutoCAD SHX Text
+39'-6"

AutoCAD SHX Text
EL:

AutoCAD SHX Text
T.O. PANEL

AutoCAD SHX Text
+45'-11"

AutoCAD SHX Text
EL:

AutoCAD SHX Text
B.O. CANOPY

AutoCAD SHX Text
+10'-0"

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
6

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
ENLARGED PARTIAL FRONT ELEVATION

AutoCAD SHX Text
1/4" = 1'-0"

AutoCAD SHX Text
98" X 62" AC UNIT ON ROOF SCREENED BEHIND FEATURE PANEL

AutoCAD SHX Text
A

AutoCAD SHX Text
7

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
7

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
PARTIAL SECTION

AutoCAD SHX Text
1/4" = 1'-0"

AutoCAD SHX Text
EL:

AutoCAD SHX Text
T.O. PANEL

AutoCAD SHX Text
+40'-9"

AutoCAD SHX Text
98" X 62" AC UNIT ON ROOF SCREENED BEHIND FEATURE PANEL

AutoCAD SHX Text
TRANSAL SITE

AutoCAD SHX Text
FOUNDRY

AutoCAD SHX Text
PROPERTY AT CORNER OF

AutoCAD SHX Text
NW 84TH AVE AND NW 27TH STREET

AutoCAD SHX Text
DORAL, FLORIDA

AutoCAD SHX Text
21173.00

AutoCAD SHX Text
10.26.2021

AutoCAD SHX Text
01.21.2022

AutoCAD SHX Text
BWR

AutoCAD SHX Text
XXX

AutoCAD SHX Text
XXX

AutoCAD SHX Text
BWR

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
D

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
G

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
H

AutoCAD SHX Text
I

AutoCAD SHX Text
K

AutoCAD SHX Text
J

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
10

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
Project Director:

AutoCAD SHX Text
Checked by:

AutoCAD SHX Text
15

AutoCAD SHX Text
16

AutoCAD SHX Text
Principal:

AutoCAD SHX Text
Sheet No.

AutoCAD SHX Text
Drafted by:

AutoCAD SHX Text
Date

AutoCAD SHX Text
Project No.

AutoCAD SHX Text
Scale

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
11

AutoCAD SHX Text
12

AutoCAD SHX Text
13

AutoCAD SHX Text
14

AutoCAD SHX Text
CONSULTANT

AutoCAD SHX Text
INFO/LOGO

AutoCAD SHX Text
15

AutoCAD SHX Text
Project Manager:

AutoCAD SHX Text
16

AutoCAD SHX Text
THE DRAWINGS AND ALL THE IDEAS, ARRANGEMENTS, DESIGNS AND PLANS INDICATED THEREON OR REPRESENTED THEREBY ARE OWNED BY AND REMAIN THE PROPERTY OF RLC ARCHITECTS, P.A. AND NO PART THEREOF SHALL BE UTILIZED BY ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER EXCEPT WITH THE SPECIFIC WRITTEN PERMISSION OF RLC ARCHITECTS, P.A.

AutoCAD SHX Text
COPYRIGHT RLC ARCHITECTS, P.A. STATE of FLORIDA REGISTERED ARCHITECTS No. AA26001060

AutoCAD SHX Text
JIG

AutoCAD SHX Text
TRUE NORTH

AutoCAD SHX Text
A4.00

AutoCAD SHX Text
AS NOTED

AutoCAD SHX Text
ENLARGED PLANS

AutoCAD SHX Text
AND DETAILS

AutoCAD SHX Text
1

AutoCAD SHX Text
04/04/2022 A.S.P.R. 1ST REVIEW

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
2

AutoCAD SHX Text
05/18/2022 A.S.P.R. 2ND REVIEW



S89°41'00"W
17.75'

N42°12'28"W
 52.15'

N45°08'58"W 155.17'

S00°19'00"E     789.11'

R
=603.00'

C
A=42°02'38"

A=442.48'
N

00°09'50"E 68.66'

N89°51'02"E 254.67'

R
=460.00'

C
A=45°10'02"

A=362.63'

R
=25.00'

C
A=87°21'26"

A=38.12'

NW 27TH ST

N
W

 8
4T

H
 A

VE

N
W

 8
2N

D
 A

VE

NW 27TH ST

NW 29TH ST

N
W

 8
7T

H
 A

VE

NW 25TH ST

Date: 4/1/2022  Time: 11:21  User: faguilar  Style Table: Langan.stb  Layout: C-100 Document Code: 330100401-0501-CS001-0101

www.langan.com

110 East Broward Boulvard, Suite 1500
Fort Lauderdale, FL 33301

T: 954.320.2100
FBPE REGISTRY NO. 00006601/LB8172/LB8198

F: 954.320.2101

Langan Engineering and
Environmental Services, Inc.

©
La

ng
an

20
21

MICHAEL CARR
PROFESSIONAL ENGINEER FL Lic. No. 72424

SIGNATURE DATE SIGNED

FOUNDRY TRANSAL

DORAL FL, 33122
SECTION 27, TOWNSHIP 53S, RANGE 40E

DRC SET

FOLIO No: 35-3027-046-0030, 35-3027-046-0040

INDEX OF SHEETS
CIVIL SHEETS BY LANGAN

SHEET NO. DESCRIPTION

C-100 COVER SHEET
C-200 GENERAL NOTES
C-300 SITE PLAN
C-700 PAVEMENT PLAN
C-900 GARBAGE TRUCK MOVEMENTS
C-901 WB-62 FL MOVEMENT PLAN
C-902 FIRE TRUCK PLAN
C-1001 SITE DETAILS

INDEX OF SHEETS
ARCHTITECTURAL SHEETS BY RLC ARCHITECTS

SHEET NO. DESCRIPTION

A1.00 BUILDING FLOOR PLAN
A3.00 BUILDING ELEVATIONS
A3.20 BUILDING RENDERINGS
ESP1 PHOTOMETRIC SITE PLAN

INDEX OF SHEETS
LANDSCAPE SHEETS BY WITKIN HULTS + PARTNERS

SHEET NO. DESCRIPTION

L-1 INDEX
L-2 LANDSCAPE PLAN
L-3 LANDSCAPE PLAN
L-4 LANDSCAPE DETAILS

TD-1 TREE DISPOSITION PLAN
TD-2 TREE DISPOSITION PLAN

This item has been digitally signed
and sealed by Michael Carr, PE. on
the date adjacent to the seal

Printed Copies of this document are
not considered signed and sealed
and the signature must be verified
on any electronic copies.

8315 NW 27th STREET



Date: 3/31/2022  Time: 15:59  User: faguilar  Style Table: Langan.stb  Layout: Layout1 Document Code: 330100401-0501-CS002-0101

LEGEND

’

·
·
·

·

·

·

“ ”

‐

‐

‐

‐

‐

‐

‐
‐ ‐

‐

‐ ‐

‐ ‐
‐

‐ ‐ ‐

‐ ‐

‐ ‐

©
La

ng
an

20
22

www.langan.com

110 East Broward Boulvard, Suite 1500
Fort Lauderdale, FL 33301

T: 954.320.2100
FBPE REGISTRY NO. 00006601/LB8172/LB8198

F: 954.320.2101

Langan Engineering and
Environmental Services, Inc.

MICHAEL CARR
PROFESSIONAL ENGINEER FL Lic. No. 72424

SIGNATURE DATE SIGNED

This item has been digitally signed
and sealed by Michael Carr, PE. on
the date adjacent to the seal

Printed Copies of this document are
not considered signed and sealed
and the signature must be verified
on any electronic copies.



CL

C L

CL

S89°41'00"W
17.75'

N42°12'28"W 52.15'

N45
°08

'58
"W

 15
5.1

7'

S00°19'00"E     789.11'

R=603.00'
CA=42°02'38"

A=442.48'
N00°09'50"E 68.66'

N
89

°5
1'

02
"E

 2
54

.6
7'

R=460.00'
CA=45°10'02"
A=362.63'

R=25.00'
CA=87°21'26"

A=38.12'

Date: 8/11/2022  Time: 10:52  User: cvaldivia  Style Table: Langan.stb  Layout: C-300 Document Code: 330100401-0501-CS101-0101

www.langan.com

110 East Broward Boulvard, Suite 1500
Fort Lauderdale, FL 33301

T: 954.320.2100
FBPE REGISTRY NO. 00006601/LB8172/LB8198

F: 954.320.2101

Langan Engineering and
Environmental Services, Inc.

©
La

ng
an

20
21

MICHAEL CARR
PROFESSIONAL ENGINEER FL Lic. No. 72424

SIGNATURE DATE SIGNED

NOTE:
1. INSTALL BIKE RAKE ACCORDING TO

MANUFACTURER'S SPECIFICATIONS
2. SEE SPECIFICATION FOR COLOR AND FINISH
3. SEE ENLARGED ENTRY PLAN FOR LOCATION
4. MADRAX MODEL #HW238-3-SF HEAVY DUTY

WINDER OR APPROVED EQUAL

2" SCHEDULE 40 PIPE WITH
BLACK POWDER COAT FINISH

4" CONCRETE WALKWAY

COMPACTED GRADE

PROVIDE CONCRETE FOOTING
PER MANUFACTURER'S REQUIREMENTS

3/8" ANCHOR
ROD THRU BOLT

CITY OF DORAL ZONING TABLE
ZONING DISTRICT: INDUSTRIAL (1)

SITE

ITEM PERMITTED/REQUIRED PROPOSED Lot
Land Use: Industrial Services Industrial Services

Lot Area:
   Min. Lot Area 7,500 SF (0.17 Acres) 5.70 Acres +/-
Min. Lot Frontage 600FT

BUILDING

Building Setbacks:
   Min. Front 20 FT 41.5 FT
   Min. Side 15 FT 15.5 FT
   Min. Rear 5 FT 68.6 FT
Building Height/Stories: Width of ROW (70 FT) 45.9 FT
Maximum Building Coverage 50% 47.50%
Maximum Impervious Coverage 85% 81.0%
Minimum Landscape Buffer:
   Min. Front 7 FT 10 FT
   Min. Side 7 FT 10 FT
   Min. Rear N/A N/A
Parking Landscape Requeriments
   Northern Parking Lot (25 Parking Spaces) 250 SF 3343FT
   Western Parking Lot  (64 Parking Spaces) 640 SF 4021FT
   Southern Parking Lot  (21 Parking Spaces) 210 SF 1041FT

PARKING
AND

ACCESS

Car Parking Space Size:
   Standard Space Size 9 FT x 17 FT 9 FT x 17 FT
Car Parking Spaces:

   Min. Number of Spaces per Office Area (1 SP / 300 SF*7,500 SF
Office) 25 32

   Min. Number of Spaces Warehouse for first 10,000 SF (1 SP / 1000
SF) 10 10

   Min. Number of Spaces Warehouse for remaining SF  (1 SP / 2000
SF*100,290 SF Warehouse) 56 68

   Min. Number of Spaces 91 110
   Min. Aisle Width 24 FT 24 FT
Bicycle Parking Spaces 3 3
Minimum Number of Loading Spaces:
      Min. Loading Spaces 8 30
Lot Accesses:
   Min. Driveway Access Width 24 FT 24 FT
   Min. Lane width 12 FT 12FT

NOTES (1) All data referenced from Land Use Code of Ordinances City of Doral, Florida.
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BOLLARD DETAIL
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2'-0" Detectable Warnings
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Pavement)

2'-0"  Detectable Warnings

CURB RAMPS- ACCESSIBLE PARKING
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1.4 1.8 2.1 2.6 3.0 3.2 3.2 3.2 3.1 2.8 2.6 2.5 2.3 2.1 1.9 1.7 1.6 1.6 1.6 1.6 1.5 1.5 1.4 1.4 1.5 1.5 1.6 1.6 1.5 1.5 1.6 1.6 1.6 1.5 1.5 1.5 1.5 1.5 1.6 1.6 1.6 1.5 1.5 1.6 1.6 1.5 1.4 1.4 1.4 1.4 1.5 1.6 1.6 1.6 1.6 1.8 2.0 2.2 2.4 2.6 2.8 3.1 3.5 3.7 3.9 4.5 4.8 4.6 4.6 4.7 4.5 4.0 3.5 3.1 2.7 2.1 1.6

1.1 1.4 1.7 2.0 2.3 2.3 2.2 2.3 2.3 2.3 2.1 2.0 1.9 1.7 1.5 1.3 1.1 1.1 1.2 1.2 1.2 1.2 1.1 1.1 1.2 1.2 1.2 1.1 1.1 1.0 1.1 1.2 1.2 1.2 1.2 1.2 1.2 1.2 1.2 1.2 1.1 1.0 1.1 1.1 1.2 1.2 1.1 1.1 1.1 1.1 1.2 1.2 1.2 1.1 1.1 1.3 1.5 1.7 2.0 2.1 2.3 2.5 2.7 2.8 2.9 3.4 3.6 3.6 3.6 3.7 3.5 3.1 2.8 2.5 2.2 1.8 1.4

1.9 2.0

1.9 2.3 2.7 2.8 2.6 2.1

2.0 2.4 3.0 3.7 3.9 3.9 3.4 2.7 1.2

2.1 2.5 3.2 4.0 4.7 5.1 4.9 4.2 3.4 2.7 2.2

1.8 2.1 2.5 3.1 4.0 4.9 5.2 5.2 5.2 5.0 4.3 3.3 2.5 2.0

1.8 2.1 2.3 2.8 3.5 4.5 5.4 5.2 5.4 5.6 4.9 3.7 2.8 2.2 1.8

1.4 1.7 2.1 2.3 2.6 3.0 3.7 4.7 5.5 5.6 5.6 5.7 5.9 5.1 3.9 3.0 2.4 2.0 1.7

1.5 1.8 2.0 2.3 2.6 2.9 3.3 3.8 5.4 5.9 6.3 6.2 5.8 4.9 3.9 3.2 2.6 2.3 1.9 1.6

1.5 1.7 1.9 2.1 2.3 2.6 2.9 3.1 3.4 3.7 5.0 5.9 6.3 6.2 5.4 4.6 3.9 3.3 2.9 2.5 2.2 1.8 1.5

1.5 1.8 2.0 2.1 2.3 2.5 2.5 2.6 2.8 3.0 3.3 3.0 4.2 4.9 5.5 5.8 5.6 5.1 4.5 3.6 3.1 2.8 2.4 2.1 1.7 1.3

1.9 2.3 2.7 2.8 2.8 3.1 3.1 3.0 3.0 3.1 3.2 3.5 3.4 4.2 4.6 5.0 5.4 5.5 5.4 5.1 4.8 4.5 4.0 3.5 3.2 2.9 2.4 1.9

2.1 2.6 3.1 3.3 3.3 3.5 3.4 3.3 3.3 3.4 3.4 3.4 4.2 4.7 5.1 5.4 5.6 5.5 5.4 5.3 5.1 4.9 4.5 4.1 3.8 3.3 2.7 2.1 1.7

2.5 3.0 3.2 3.4 3.3 3.2 3.2 3.2 3.3 3.4 3.6 4.0 4.5 4.8 5.1 5.3 5.3 5.3 5.2 4.9 4.6 4.3 3.9 3.6 3.2 2.7 2.2 1.7

3.9 3.6 3.0 2.8 2.8 2.9 3.1 3.2 3.6 4.3 4.8 4.8 4.7 4.6 4.6 4.5 4.3 4.1 4.2 4.0 3.6 3.0 2.4

4.5 3.9 3.0 2.6 2.6 2.6 2.7 2.9 3.4 4.4 4.8 4.9 4.4 4.1 3.9 3.8 3.7 3.9 4.4 4.4 3.8 2.9 2.2

1.4 2.0

1.4 2.1

1.5 2.1

1.5 2.2 2.6 3.4 3.7

1.6 2.3 2.6 3.4 3.6

1.6 2.4 2.7 3.5 3.4

1.7 2.5 2.8 3.5 3.3

1.7 2.3 2.7 3.0 2.8 2.8 2.7 2.2

1.6 2.2 2.6 2.9 2.9 3.3 3.1 3.1 3.2 2.5

1.6 2.1 2.6 3.0 3.0 4.0 3.6 3.2 3.2 2.5

1.6 2.2 2.6 2.9 2.9 4.1 3.6 3.3 3.3 2.5

1.7 2.3 2.7 3.0 2.8 3.6 3.3 3.4 3.4 2.7

1.8 2.5 2.8 3.5 3.2 2.9 3.1 3.3 3.2 2.7 2.1 1.6

1.7 2.4 2.8 3.6 3.4 2.7 3.0 3.2 3.1 2.7 2.2 1.7

1.7 2.4 2.8 3.5 3.8 2.7 2.9 3.3 3.1 2.7 2.2 1.8

1.7 2.3 2.7 3.6 4.0 2.8 3.0 3.4 3.2 2.8 2.2 1.8

1.6 2.3 2.8 3.6 3.9 3.0 3.3 3.5 3.3 2.8 2.3 1.8

1.6 2.4 2.8 3.7 3.7 3.5 3.6 3.7 3.6 3.1 2.4 1.9

1.6 2.3 2.6 3.5 3.5 4.1 3.8 3.9 3.9 3.3 2.5 2.0

1.5 2.0 2.4 2.7 2.9 4.8 4.2 3.9 4.0 3.2 2.6

1.3 1.8 2.1 2.6 3.0 5.2 4.5 3.9 4.0 3.3 2.9

1.4 1.9 2.4 3.0 3.9 6.1 5.0 4.7 4.7 4.0 2.8

5.8 5.9 5.7

Calculation Summary

Label CalcType Units
Avg Max

Min
Avg/Min Max/Min

LOADING AREA Illuminance
Fc 2.66 6.4 1.0 2.66 6.40

PARKING AREA Illuminance
Fc 3.27 6.3 1.2 2.73 5.25

Luminaire Schedule

Symbol Qty Label Arrangement Total Lamp Lumens
LLF

[MANUFAC] Description Lum. Watts Total Watts

1 SA SINGLE N.A.
0.850 Lithonia Lighting DSX2 LED P4 40K T4M MVOLT RPA XXXXD  (POLE MTD AT 30') 270 270

1 SB BACK-BACK N.A.
0.850 Lithonia Lighting DSX2 LED P4 40K T5M MVOLT RPA  (POLE MTD AT 30') 270 540

11 SW1 SINGLE N.A.
0.850 Lithonia Lighting DSX2 LED P5 40K TFTM MVOLT WBA XXXXD  (WALL MTD AT 30') 321 3531

2 SW2 SINGLE N.A.
0.850 Lithonia Lighting DSX2 LED P4 40K T3M MVOLT WBA XXXXD  (WALL MTD AT 30') 270 540
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EQUIPMENT TABLE

Backflow Preventers

Symbol Description

Pressure Vacuum Breaker

Controllers

Symbol Description

A Rainbird ESP-LXME

Irrigation Heads

Symbol Description

RAINBIRD 1800 R-VAN R08-14-08 90°

RAINBIRD 1800 R-VAN R08-14-08 180°

RAINBIRD 1800 R-VAN R08-14-10 90°

RAINBIRD 1800 R-VAN R08-14-10 180°

RAINBIRD 1800 R-VAN R08-14-14 90°

RAINBIRD 1800 R-VAN R08-14-14 180°

RAINBIRD 1800 R-VAN R13-18 90°

RAINBIRD 1800 R-VAN R13-18 180°

RAINBIRD 1800 R-VAN R13-18 360°

RAINBIRD 1800 R-VAN R17-24 90°

RAINBIRD 1800 R-VAN R17-24 180°

RAINBIRD 1800 R-VAN R17-24 360°

RAINBIRD 1800 R-VAN R-VAN-STRIP EST°

RAINBIRD 1800 R-VAN R-VAN-STRIP SST°

Pipe (Lateral)

Symbol Description

Class 160 PVC (Lateral)

Pipe (Mainline)

Symbol Description

Schedule 40 PVC Pipe

Pipe (Sleeve)

Symbol Description

Schedule 40 PVC Pipe

Valves

Symbol Description

Water Meters

Symbol Description

M Proposed 2" Water Meter

R Rain Sensor

Rainbird PGA Valve

Rainbird XCZ-100-PRB-COM Valve

Drip

Symbol Description

Rainbird XFD-09-18

RAINBIRD 1400 Bubbler

Rainbird XCZ-150-PRB-COM Valve
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VALVE SIZE

VALVE NUMBER

GALLONS PER MINUTE

Irrigation Notes
LAYOUT

LAYOUT IRRIGATION SYSTEM MAINLINES AND LATERAL LINES. MAKE ALL NECESSARY
ADJUSTMENTS AS REQUIRED TO TAKE INTO ACCOUNT ALL SITE OBSTRUCTIONS AND LIMITATIONS
PRIOR TO EXCAVATING TRENCHES.

FLAG ALL SPRINKLER HEAD LOCATIONS.  ADJUST LOCATION AND MAKE THE NECESSARY
MODIFICATIONS TO NOZZLE TYPES ETC. AS REQUIRED TO INSURE 100% COVERAGE AND 50%
OVERLAP.

LOW ANGLE TRAJECTORY NOZZLES SHALL BE USED WHEN ALL SPRINKLERS AND ROTORS ARE
LOCATED WITHIN 100' OF POOLS OR PUBLIC GATHERING AREAS.

PIPE

PIPE LOCATIONS SHOWN ON PLAN ARE SCHEMATIC ONLY AND SHALL BE ADJUSTED IN THE FIELD.
WHEN LAYING-OUT MAINS AND LATERALS,  LOCATE PIPE NEAR EDGES OF PAVEMENT OR
AGAINST BUILDINGS WHEREVER POSSIBLE TO ALLOW SPACE FOR PLANT ROOT BALLS.

PIPING UNDER HARDSCAPES SUCH AS ROADS, WALKS, AND PATIOS ARE TO BE SLEEVED USING
SCH. 40 PIPE.

PIPES 4" AND UNDER TO BE SOLVENT WELD. LARGER PIPES TO BE GASKETED 'O' RING PIPES AND
USE THRUST BLOCKS OR MEGA LUGS AND DUCTILE IRON FITTINGS AT TURNING LOCATIONS.

*SIZE ALL PIPE SO NOT TO EXCEED 5' PER SECOND
*INSTALL RAIN SENSOR AS PER LOCAL CODE

PIPES CONVEYING RECLAIM WATER SHALL HAVE A 3' HORIZONTAL DISTANCE SEPARATION FROM
OTHER PIPING OR UTILITY SERVICES.  AN 18" VERTICAL SEPARATION SHALL BE MAINTAINED
WHEN APPLICABLE.

AIR RELEASE VALVES TO BE USED AT THE END OF ALL MAINLINE RUNS.

ALL PIPES TO BE IN ACCORDANCE WITH APPENDIX F OF THE 2017 FLORIDA BUILDING CODE.

WIRES

LOW VOLTAGE WIRE TO BE INSTALLED ALONG MAINLINE INSTALLATION.  USE 2" SCH. 40 PVC
WITH SWEEP ELBOWS AT TURNING LOCATIONS WHEN SLEEVING IS REQUIRED.  ALL SPLICES
SHALL BE ENCLOSED WITHIN A VALVE/SPLICE BOX.

WIRE SIZED AND COLORED AS FOLLOWS:
  #12 WHITE FOR COMMON
  #12 SPARE BLACK COMMON (1 SPARE NEEDED PER 10 HOT WIRES)
  #14 RED HOT WIRES
  #14 SPARE YELLOW HOT WIRE (1 SPARES NEEDED PER 10 HOT WIRES, 3 SPARE MINIMUM)

WHEN WIRE RUNS EXCEEDS 3,500 LINEAR FEET, USE #10 FOR COMMON WIRES AND #12 FOR
HOT/SPARE WIRES.

ALL IRRIGATION CONTROLLERS TO BE PROPERLY GROUNDED IN ACCORDANCE WITH
MANUFACTURE'S RECOMMENDATIONS.

FLUSHING

PRIOR TO PLACEMENT OF HEADS FLUSH ALL LINES UNTIL LINES ARE COMPLETELY CLEAN OF
DEBRIS.

TRENCHING

TRENCH BOTTOM TO BE UNIFORM AND FREE OF DEBRIS.  NATIVE EXCAVATED MATERIAL USED TO
BACKFILL TRENCH SHALL  BE FREE FROM ROCKS OR STONES LARGER THAN 1" IN DIAMETER.

MISC.

PRESSURE TEST MAINLINE AS PER FLORIDA BUILDING CODE.  INSTALL IRRIGATION SYSTEM AS
PER LATEST EDITION OF THE FLORIDA BUILDING CODE, APPENDIX F., AND ALL PERTINENT LOCAL
CODES.

SPRAY HEADS INSTALLED IN SHRUB AREAS TO BE 12 INCH POP-UPS OR INSTALLED ON RISERS.

XFD Dripline Maximum Lateral Lengths (Feet)

Inlet Pressure psi
12" Spacing 18" Spacing 24" Spacing

Nominal Flow (gph) Nominal Flow (gph) Nominal Flow (gph)

0.6 0.9 0.6 0.9 0.6 0.9
15 273 155 314 250 424 322
20 318 169 353 294 508 368
30 360 230 413 350 586 414
40 395 255 465 402 652 474
50 417 285 528 420 720 488
60 460 290 596 455 780 514

DESIGN

THIS DESIGN IS DIAGRAMMATIC.  ALL IRRIGATION EQUIPMENT SUCH AS PIPES, VALVES, , ETC.,
SHOWN WITHIN PERVIOUS AREAS ARE FOR DESIGN CLARIFICATION ONLY.  THE IRRIGATION
CONTRACTOR SHALL INSTALL IRRIGATION EQUIPMENT IN PLANTING AREAS WHEREVER
POSSIBLE.

THE IRRIGATION CONTRACTOR IS RESPONSIBLE TO FAMILIARIZE THEMSELVES WITH THE SCOPE
OF WORK, INCLUDING BUT NOT LIMITED TO GRADE DIFFERENCES, LOCATION OF WALLS,
STRUCTURES, UTILITIES AND EXISTING IRRIGATION EQUIPMENT.  THE IRRIGATION CONTRACTOR
IS RESPONSIBLE SHALL REPAIR AND/OR REPLACE ANY DAMAGE CREATED BY THEIR WORK.
THEY SHALL COORDINATE HIS WORK WITH OTHER CONTRACTOR OR MUNICIPAL AUTHORITIES
FOR THE LOCATION AND INSTALLATION OF IRRIGATION EQUIPMENT UNDER ROADWAYS AND
PAVING, SLEEVES THROUGH WALLS AND FLOORS, ETC.

INSTALL ALL IRRIGATION EQUIPMENT PER MANUFACTURER'S RECOMMENDATIONS AND
SPECIFICATIONS.  SUBSTITUTIONS FOR IRRIGATION EQUIPMENT TO BE APPROVED BY THE
IRRIGATION DESIGNER.  EQUIPMENT CHANGES TO INCLUDE BUT NOT LIMITED TO PUMP,
CONTROLLER, SPRAY HEADS, ROTORS, AND VALVES.

DO NOT INSTALL IRRIGATION EQUIPMENT AS SHOWN ON THE DRAWINGS WHEN FIELD
CONDITIONS DIFFER.  OBSTRUCTIONS OR DIFFERENCES SHALL BE BROUGHT TO THE ATTENTION
OF THE OWNER OR OWNER'S REPRESENTATIVE.  IN THE EVENT THIS NOTIFICATION IS NOT
PERFORMED, THE IRRIGATION CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY.

PUMP AND WELL
LOCATION
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SEE LANDSCAPE 

B. No. shrubs allowed x 50% = No. of native shrubs required

A. No. trees required x 10 = No. of shrubs allowed

SHRUBS

A + E + F = ______ Total Trees
G. Total Trees Required

F. Street trees located directly beneath power lines
(maximum average spacing of 25' o.c.):_______ linear feet along street / 25 =

_________ linear feet along street =
E. Street trees (maximum average spacing of 35' o.c.):

C. % Natives Required: No. trees provided x 50% =

B. % Palms Allowed:  No. trees required x 30% =

= _______ trees x net lot acres =
Less existing number of trees meeting minimum requirements

A. No. trees required per net lot acre

TREES

PROVIDEDREQUIREDOPEN SPACE

acresNet Lot AreaZoning District:

LANDSCAPE LEGEND Information Required to be Permanently Affixed to Plan

117*

86*

INDUSTRIAL

585

2,7291,170

117117

N/AN/A

1,070 31*31

5943

525

8615

5.70

2,053

N/A

s.f.248,292

D. 80% of trees provided are in Miami-Dade Landscape Manual, Florida-

11669
Friendly Landscaping Guide to Plant Selection & Landscape Design and South
Florida Water Management District Waterwise: South Florida Landscapes = 

C. Total s.f. of landscaped open space required by Chapter 71:  A + B =

No. outside/ground-level parking spaces (total site) ______ 

B. Square Feet of parking lot open space required by Chapter 71,
as indicated on site plan:

Net lot area (total site)=  ________  s.f. x _____ % = _________ s.f.
A. Square Feet of open space required by Chapter 71, as indicated on site plan:

1,100110

37,24415

38,354

248,292 37,244

LAWN AREA CALCULATION

A. _________ total s.f. of landscaped open space required by Chapter 71
B. Maximum lawn area (sod) permitted = _______% x _________s.f. =38,354

38,354
20 7,670 (max.)

x 10 s.f. per parking spaces =

1,100

40,002

48,902

6,853

*Includes 34 Existing Trees.  See Tree Disposition Plan for exact species and size. 

[No Palms are Required]

G. Parking Area trees
(1 tree per 80 s.f. of parking landscape area):_______ s.f. / 80 = 14141,100

F.G.

14' HT. X 5' SPR. 4" CAL.
19

Tabebuia heterophylla 

PINK TRUMPET TREE F.G.

F.G., STAGGERED HTS.

14'-16' O.A. HT., DOUBLE TRK.

10' HT. X 5' SPR. 2.5" CAL.

5 F.G., MATCHED HTS.

*Conocarpus erectus 

GREEN BUTTONWOOD

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

SHRUBS

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

TREES

* DENOTES NATIVE SPECIES

LANDSCAPE LIST 

ST. AUGUSTINE GRASS
Stenotaphrum secundatum 'Floratam' SOLID EVEN SODLAWN As

Required

GROUNDCOVERS

7

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

9" POT

3' O.A. HT.
9

712 3 GAL.

24" HT. X 24" SPR. / 24" O.C.
GREEN BUTTONWOOD
*Conocarpus erectus

CE

Ficus microcarpa 'Green Island'

GREEN ISLAND FICUS
FM 3 GAL.

15" HT. X 15" SPR. / 15" O.C. 346

F.G.
Elaeocarpus decipiens
JAPANESE BLUEBERRY

13 10' HT. X 5' SPR. 2.5" CAL.

[PARKING ISLAND TREE]

ARGENTINE BAHIA GRASS
Paspalum notatum SOLID EVEN SODAs

RequiredSOD

25 *Ilex cassine
DAHOON HOLLY F.G.

10' HT. X 5' SPR. 2.5" CAL.

*Coccoloba diversiflora

PIGEON PLUM F.G.

10' HT. X 5' SPR. 2.5" CAL.13

5
DOUBLE MONTGOMERY PALM
Veitchia montgomeryana 'double'

Aechmea blanchettianaAB
BRIGHT YELLOW BROMELIAD

*Chrysobalanus icaco 'Red Tip'
RED TIP COCOPLUM

CI 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 361

*Chrysobalanus icaco 
GREEN COCOPLUM

CI2 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 132

2 3 GAL.
4' O.A. HT. 4PPPCordyline fruticosa 'Red Sister'

TI PLANT
CFR

*Clusia guttifera
SMALL LEAF CLUSIA

CG 3 GAL.
24" HT. X 24" SPR. / 24" O.C. 127

72 3 GAL.
18" HT. X 18" SPR. / 18" O.C. Duranta erecta 'Gold Mound'

GOLD MOUND DURANTA
DE

24" HT. X 24" SPR. / 24" O.C.*Hamelia patens 'compact'

DWARF FIREBUSH 3 GAL.
HP 369

Schefflera arboricola 
GREEN SCHEFFLERA

SA 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 

Schefflera arboricola 'Trinette'
VARIEGATED SCHEFFLERA

SV 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 372

221

*Hymenocallis latifolia
SPIDER LILY

HL
3 GAL.
24" HT. X 24" SPR.21

3 GAL.
MC 24" HT. X 24" SPR. / 24" O.C.

204

VO WALTER'S VIBURNUM
*Viburnum obovatum 24" HT. X 24" SPR. / 24" O.C.

3 GAL.127

SILVER DATE PALM
Phoenix sylvestris 10' C.T. 

3 GAL.
*Muhlenbergia capillaris
PINK MUHLY GRASS

F.G., FULL TO BASESPANISH STOPPER
*Eugenia foetida 6' HT. X 4' SPR.64 [UNDERSTORY TREE]

PROV.REQ.

SOUTH BUFFERYARD DESIGN TYPE 9
484 linear feet

4040Shade Tree: 10 trees / 100 linear feet

6464Understory Tree: 16 trees / 100 linear feet

400400Shrubs: 100 shrubs / 100 linear feet
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14' HT. X 5' SPR. 4" CAL.
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Tabebuia heterophylla 

PINK TRUMPET TREE F.G.

F.G., STAGGERED HTS.

14'-16' O.A. HT., DOUBLE TRK.

10' HT. X 5' SPR. 2.5" CAL.

5 F.G., MATCHED HTS.

*Conocarpus erectus 

GREEN BUTTONWOOD

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

SHRUBS

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

TREES

* DENOTES NATIVE SPECIES

LANDSCAPE LIST 

ST. AUGUSTINE GRASS
Stenotaphrum secundatum 'Floratam' SOLID EVEN SODLAWN As

Required

GROUNDCOVERS

7

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

9" POT

3' O.A. HT.
9

712 3 GAL.

24" HT. X 24" SPR. / 24" O.C.
GREEN BUTTONWOOD
*Conocarpus erectus

CE

Ficus microcarpa 'Green Island'

GREEN ISLAND FICUS
FM 3 GAL.

15" HT. X 15" SPR. / 15" O.C. 346

F.G.
Elaeocarpus decipiens
JAPANESE BLUEBERRY

13 10' HT. X 5' SPR. 2.5" CAL.

[PARKING ISLAND TREE]

ARGENTINE BAHIA GRASS
Paspalum notatum SOLID EVEN SODAs

RequiredSOD

25 *Ilex cassine
DAHOON HOLLY F.G.

10' HT. X 5' SPR. 2.5" CAL.

*Coccoloba diversiflora

PIGEON PLUM F.G.

10' HT. X 5' SPR. 2.5" CAL.13

5
DOUBLE MONTGOMERY PALM
Veitchia montgomeryana 'double'

Aechmea blanchettianaAB
BRIGHT YELLOW BROMELIAD

*Chrysobalanus icaco 'Red Tip'
RED TIP COCOPLUM

CI 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 361

*Chrysobalanus icaco 
GREEN COCOPLUM

CI2 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 132

2 3 GAL.
4' O.A. HT. 4PPPCordyline fruticosa 'Red Sister'

TI PLANT
CFR

*Clusia guttifera
SMALL LEAF CLUSIA

CG 3 GAL.
24" HT. X 24" SPR. / 24" O.C. 127

72 3 GAL.
18" HT. X 18" SPR. / 18" O.C. Duranta erecta 'Gold Mound'

GOLD MOUND DURANTA
DE

24" HT. X 24" SPR. / 24" O.C.*Hamelia patens 'compact'

DWARF FIREBUSH 3 GAL.
HP 369

Schefflera arboricola 
GREEN SCHEFFLERA

SA 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 

Schefflera arboricola 'Trinette'
VARIEGATED SCHEFFLERA

SV 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 372

221

*Hymenocallis latifolia
SPIDER LILY

HL
3 GAL.
24" HT. X 24" SPR.21

3 GAL.
MC 24" HT. X 24" SPR. / 24" O.C.

204

VO WALTER'S VIBURNUM
*Viburnum obovatum 24" HT. X 24" SPR. / 24" O.C.

3 GAL.127

SILVER DATE PALM
Phoenix sylvestris 10' C.T. 

3 GAL.
*Muhlenbergia capillaris
PINK MUHLY GRASS

F.G., FULL TO BASESPANISH STOPPER
*Eugenia foetida 6' HT. X 4' SPR.64 [UNDERSTORY TREE]
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PEDESTRIAN
SAFE SIGHT

TRIANGLE

32

F.G.

14' HT. X 5' SPR. 4" CAL.
19

Tabebuia heterophylla 

PINK TRUMPET TREE F.G.

F.G., STAGGERED HTS.

14'-16' O.A. HT., DOUBLE TRK.

10' HT. X 5' SPR. 2.5" CAL.

5 F.G., MATCHED HTS.

*Conocarpus erectus 

GREEN BUTTONWOOD

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

SHRUBS

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

TREES

* DENOTES NATIVE SPECIES

LANDSCAPE LIST 

ST. AUGUSTINE GRASS
Stenotaphrum secundatum 'Floratam' SOLID EVEN SODLAWN As

Required

GROUNDCOVERS

7

DESCRIPTIONQUAN.SYMBOL PROPOSED MATERIAL

9" POT

3' O.A. HT.
9

712 3 GAL.

24" HT. X 24" SPR. / 24" O.C.
GREEN BUTTONWOOD
*Conocarpus erectus

CE

Ficus microcarpa 'Green Island'

GREEN ISLAND FICUS
FM 3 GAL.

15" HT. X 15" SPR. / 15" O.C. 346

F.G.
Elaeocarpus decipiens
JAPANESE BLUEBERRY

13 10' HT. X 5' SPR. 2.5" CAL.

[PARKING ISLAND TREE]

ARGENTINE BAHIA GRASS
Paspalum notatum SOLID EVEN SODAs

RequiredSOD

25 *Ilex cassine
DAHOON HOLLY F.G.

10' HT. X 5' SPR. 2.5" CAL.

*Coccoloba diversiflora

PIGEON PLUM F.G.

10' HT. X 5' SPR. 2.5" CAL.13

5
DOUBLE MONTGOMERY PALM
Veitchia montgomeryana 'double'

Aechmea blanchettianaAB
BRIGHT YELLOW BROMELIAD

*Chrysobalanus icaco 'Red Tip'
RED TIP COCOPLUM

CI 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 361

*Chrysobalanus icaco 
GREEN COCOPLUM

CI2 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 132

2 3 GAL.
4' O.A. HT. 4PPPCordyline fruticosa 'Red Sister'

TI PLANT
CFR

*Clusia guttifera
SMALL LEAF CLUSIA

CG 3 GAL.
24" HT. X 24" SPR. / 24" O.C. 127

72 3 GAL.
18" HT. X 18" SPR. / 18" O.C. Duranta erecta 'Gold Mound'

GOLD MOUND DURANTA
DE

24" HT. X 24" SPR. / 24" O.C.*Hamelia patens 'compact'

DWARF FIREBUSH 3 GAL.
HP 369

Schefflera arboricola 
GREEN SCHEFFLERA

SA 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 

Schefflera arboricola 'Trinette'
VARIEGATED SCHEFFLERA

SV 3 GAL.
18" HT. X 18" SPR. / 18" O.C. 372

221

*Hymenocallis latifolia
SPIDER LILY

HL
3 GAL.
24" HT. X 24" SPR.21

3 GAL.
MC 24" HT. X 24" SPR. / 24" O.C.

204

VO WALTER'S VIBURNUM
*Viburnum obovatum 24" HT. X 24" SPR. / 24" O.C.

3 GAL.127

SILVER DATE PALM
Phoenix sylvestris 10' C.T. 

3 GAL.
*Muhlenbergia capillaris
PINK MUHLY GRASS

F.G., FULL TO BASESPANISH STOPPER
*Eugenia foetida 6' HT. X 4' SPR.64 [UNDERSTORY TREE]
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PLANTING SOIL

DISTANCE TO CENTERLINE
WILL VARY ACCORDING TO
SPECIES AND HABITAT OF

GROWTH SO THAT MATURE
PLANTS WILL NOT OVER LAP

ONTO SIDEWALK,
STRUCTURES,

PAVED AREAS, ETC.

DISTANCE BETWEEN PLANTS
SHOULD BE FAR ENOUGH TO ALLOW
PLANTS TO REACH MATURE SIZE
WITHOUT INTERFERING WITH
GROWTH OF ADJACENT PLANT
MATERIALS

SPACING AS
PER PLANS

ROOT
BALL

12"
MIN.

12"
MIN.

BACKFILL SUBSOIL
EXISTING SUBSOIL

MINIMUM 2" x 2" x 2" x 0" P.T.  PINE
WOOD STAKE OR #5 RE-BAR 2'-0"
LONG. POSITION TO SECURELY
STABILIZE TREE

REINFORCED RUBBER
HOSE

BLACK WELLINGTON 12"
WIDE NYLON TAPE

BLACK WELLINGTON 12"
WIDE NYLON TAPE

ROOT BALL

TREE PIT

2"x2"x 2'-0" P.T. PINE
WOOD STAKE OR #5
RE-BAR 2'-0" LONG

9" PLANT
BALL

9"

FINISH GRADE

MINIMUM 2" x 2" x 6"  P. T.
PINE WOOD STAKES
OR #5 RE-BAR TWO PER
TREE - POSITION TO
SECURELY STABILIZE TREE

EXISTING SUBSOIL

BACKFILL

TYPICAL GROUNDCOVER PLANTING DETAILTYPICAL CONTAINER SPACING DETAILTYPICAL SHRUB PLANTING DETAILCURVED TRUNK PALM PLANTING DETAIL

STRAIGHT TRUNK PALM PLANTING DETAILTYPICAL TREE GUYING DETAILSMALL TREE PLANTING DETAILLARGE TREE PLANTING DETAIL

120 120

EXISTING
SUBSOIL

PAVED WALK

SPACING OF PLANTS
AS INDICATED ON PLANTING
PLAN

3"  MULCH  LAYER,
GRADE "A"

C
LE

AR
 T

R
U

N
K

G
R

EY
 W

O
O

D

1/
3 

H
EI

G
H

T
O

F 
TR

U
N

K

EXCAVATE TO A MIN DEPTH
OF 12"  AND BACKFILL WITH
PREPARED PLANTING SOIL

TRIANGULAR SPACING

EQ
U

AL

PLANTING SOIL MIX AS
SPECIFIED

SQUARE SPACING

MULCH EDGING - ALL PLANT
BEDS ADJACENT TO SOD AREAS

SHALL RECEIVE A  3"  DEEP
LAYER OF MULCH

LIMIT OF SOD LINE - ALL
SOD IS TO BE LAID AS PER

DRAWINGS (SEE LANDSCAPE
PLAN)

NOTE: IN MOST CASES, TRIANGULAR SPACING IS PREFERRED.
USE SQUARE SPACING ONLY IN SMALL RECTILINEAR AREAS.

4"  EARTH BERM

2" x 4" x 12"  PINE FOOTPAD
FOR SOFT SOIL CONDITIONS SUCH

AS SAND, BURIED 3"  BELOW GRADE

2"  LAYER OF NEW TOPSOIL

EQUAL

EQUAL

WRAP (5) LAYERS OF BURLAP TO
TRUNK AT POINT OF SUPPORT

(3) 2" x 4" x 6"  P. T.
PINE WOOD CLEATS . WIRE  WITH

GALVANIZED METAL STRAP AS
SUPPORT FOR WOOD BRACERS -

DO NOT NAIL BRACES TO THE TRUNK
(3) 2" x 4"  P. T. PINE

WOOD BRACE @ 120 DEGREES  APART.
PAINT TO MATCH TRUNK COLOR

IF REQUIRED

TOP OF MULCH
SHALL BE 1/2"
BELOW PAVEMENT

NOTE: ALL PALMS WITH A
CLEAR TRUNK HEIGHT OF
6'  FEET OR MORE ARE TO
BE STAKED.

REMOVE BURLAP FROM TOP
OF ROOT BALL

4" EARTH BERM
3"  MULCH  LAYER,

GRADE "A"
2"  LAYER OF NEW TOPSOIL

SPACING AS
PER PLANS

PLANT
BALL

6"

MULCH EDGING - ALL PLANTING
BEDS ADJACENT TO SOD AREAS

SHALL RECEIVE A 4"-6"  DEEP
LAYER OF MULCH

PLANT MATERIAL SHALL NOT BE
PRUNED PRIOR TO INSTALLATION -

AFTER PLANT HAVE BEEN INSTALLED,
EACH PLANT SHALL BE PRUNED FOR

UNIFORMITY

BACKFILL SOIL
EXISTING SUBSOIL

TYPICAL CURB AND GUTTER

6"

SIDEWALK

6"

*

GUY WIRE - #12 DOUBLE STRAND
TWISTED - WRAP TWICE AROUND TREE

TRUNK WITH TWO-PLY RUBBER HOSE
AT ALL POINTS OF CONTACT -

ATTACH WIRE TO STAKES.

60 

DETAIL

PLAN

1/
3 

VE
R

TI
C

AL
H

EI
G

H
T

WRAP (5) LAYERS OF
BURLAP TO TRUNK AT

POINT OF SUPPORT

ROOT
BALL

12"
MIN.

BLACK WELLINGTON 1/2"  WIDE
NYLON TAPE

3"  MULCH LAYER, GRADE "A"

2" LAYER OF NEW TOPSOIL

REMOVE BURLAP FROM TOP OF
ROOT BALL

12"
MIN.

ROOT
 BALL

12"
MIN.

EXISTING SUBSOIL

BRACING DETAIL

2" X 4" CROSSMEMBERS
NAILED TO BRACES

2 (2" x 4") WOOD
BRACERS IN " X"
SHAPE NAILED
TOGETHER (see
detail above)

BACKFILL SOIL

3"  MULCH  LAYER,
GRADE "A"

2"  LAYER OF NEW
TOPSOIL

4"  EARTH BERM

FOOT PAD

TRUNK
CROSSMEMBER
BRACERS

12"
MIN.

VE
R

TI
C

AL
 H

EI
G

H
T

2"x 4"x 12" FOOT PAD
FOR SOFT SOIL
CONDITIONS SUCH AS
SAND; BURIED 3"
BELOW GRADE.

LIMIT OF SOD LINE - ALL
SOD TO BE LAID AS PER

DRAWINGS
(SEE LANDSCAPE PLAN)

EXISTING SUBSOIL

4" EARTH BERM
MINIMUM 2" x 2" x 2" x 0" P.T.  PINE
WOOD STAKE OR #5 RE-BAR 2'-0"
LONG. POSITION TO SECURELY
STABILIZE TREE

3"  MULCH AS SPECIFIED
OVER ALL PLANTING BEDS

THIN BRANCHES BY 25% -
RETAIN NATURAL SHAPE OF

PLANT - PAINT ALL CUTS OVER
4" DIA. WITH TREE PAINT - DO

NOT CUT CENTRAL LEADER

TREES OF SAME SPECIES TO
BE MATCHED IN GROWTH CHARACTER

*

*

DO NOT CUT CENTRAL LEADER
THIN BRANCHES BY 25% - RETAIN
NATURAL SHAPE OF PLANT. PAINT
ALL CUTS OVER 1/2" DIAMETER
WITH TREE PAINT BLACK WELLINGTON 1/2"

WIDE NYLON TAPE
120

O
VE

R
AL

L 
H

EI
G

H
T

TRIM ONLY DEAD AND BROKEN
FRONDS - DO NOT CUT CENTRAL

LEADER

BURLAP

PLANTING NOTES:

-All plant material is to be Florida Number 1 or better pursuant to the Florida Department of Agriculture's  Grades and
Standards for Nursery Plants.

-All plants are to be top dressed with a minimum 3"  layer of Melaleuca mulch,  Eucalyptus mulch or equal.

-Planting plans shall take precedence over plant list in case of discrepancies.

-No changes are to be made without the prior consent of the Landscape Architect and Owner. Additions and or
deletions to the plant material must be approved by the project  engineer.

-Landscape Contractor is responsible for providing their own square footage takeoffs and field verification for 100%
sod coverage for all areas specified.

- All landscape areas are to be provided with automatic sprinkler system which provide 100% coverage, and 50%
overlap.

- All trees in lawn areas are to receive a 24" diameter mulched saucer at the base of the trunk.

- Trees are to be planted within parking islands after soil is brought up to grade.  Deeply set  root balls are not
acceptable.

- Planting soil for topsoil and backfill shall be 50/50 mix, nematode free.  Planting soil for annual beds to be comprised
of 50% Canadian peat moss, 25% salt free coarse sand and 25% Aerolite.

- Tree and shrub pits will be supplemented with "Agriform Pells", 21 gram size  with a 20-10-5 analysis, or substitute
application accepted by Landscape Architect.  Deliver in manufacturer's standard containers showing weight, analysis
and name of manufacturer.

GENERAL NOTES:

-The Landscape Contractor is to locate and verify all underground and overhead utilities  prior to beginning work.
Contact proper utility companies and / or General Contractor prior  to digging for field verification. The Owner and the
Landscape Architect shall not be responsible for any damages to utility or irrigation lines (see Roadway Plans for
more  utility notes).

-Landscape Contractor is to verify all current drawings and check for discrepancies and bring to the attention of the
Landscape Architect prior to commencing with the work.

-All unattended and unplanted tree pits are to be properly barricaded and flagged during installation.

-All planting plans are issued as directives for site layout. Any deviations, site changes, etcetera are to be brought to
the attention of the Landscape Architect for clarification prior to  installation.

SOD NOTES:

-Sod is to be grade "A" weed free.

-All areas marked "LAWN" shall be solid sodded with St. Augustine 'Floratam' solid sod. See limit on plan. All areas
marked 'Bahia Grass' shall be solid sodded with Paspalum.

-Provide a 2" deep blanket of planting soil as described in planting notes this sheet. Prior to planting, remove stones,
sticks, etc. from the sub soil surface. Excavate existing non-conforming soil as required so that the finish grade of sod
is flush with adjacent pavement or top of curb as well as adjacent sod in the case of sod patching.

-Place sod on moistened soil, with edges tightly butted, in staggered rows at right angles to slopes.

-Keep edge of sod bed a minimum of 18" away from groundcover beds and 24" away from edge of shrub beds and
36" away from trees, measured from center of plant.

-Sod Shall be watered immediatley after installation to uniformily wet the soil to at least 2" below the bottom of the sod
strips.
-Excavate and remove excess soil so top of sod is flush with top of curb or adjacent pavement or adjacent existing
sod.
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TREE DISPOSITION PLAN

1

Note: Trees to remain shall be root pruned under
supervision by certified arborist and staked until
arborist's recommendations.
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Drawing: Tree Disposition Plan
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